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SYNOPSI' S OF APPLI CATI ON

a. Name and Address of Permttee

Sout hf ork Coal Conpany
80 Terrace Drive
Bristol, VA* 24202

b. Facility Location

DNR Permt No.:
Sout hf or k Coal
KY Hwy 1651

Revel o, McCreary County,

e coal nmine near Revelo in
surface area of 263.28 acres and
1393.5 acres. Mning practices enployed
acres), a coal preparation plant and
and nine managenent areas, sedinent
roads (totaling 113.43 surface

1656. 78

sting Pollution Abaterment Facilities

Rei ssuance of a mnor individual KPDES permt to an “existing source”
underground coal mine and coal preparation plant and associ ated areas.

Kentuckiy™

KentuckyUnbridledSpirit.com UNBRIDLED sp:mry An Equal Opportunity Employer M/F/D
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RECEI VI NG WATERS

a. Receiving Water Nane

Facility discharges to the follow ng:

Table 1
Recei vi ng Wt er Pond No. Latitude (N Longi tude (W
Sweet Gum Branch 001 36-40-12 84-28-20

b. Stream Segnent Use C assifications

Pursuant to 401 KAR 10:026, Section 5, Sweet CGu ch carries the follow ng
cl assifications: Varm Water Aquatic Habitaty Pri y Contact Recreation,

Secondary Contact Recreation, Domestic \Water Sm \

c. Stream Segnment Anti degradati on Categori zat‘ “

Pursuant to 401 KAR 10:030, Section 1
Quality Waters".

d. Stream Low Fl ow Condi ti on

The 7-day, 10-year |ow flow and harnonic
0 and 0.2 cfs, respectively.

The 7-day, 10-year |ow f uth Fork of the Cunberland River

at McCreary County Water

ition of Big
ake is 11.1




3. REPCORTED DI SCHARCGE LEVELS

The mining activity is an existing underground coal
i ncl udes one discharge point
Branch. The Division of Water’s procedures for
five (5) effluent

pl ant t hat
require a mninmm of
conformance with the application
anal ysis. Therefore insufficient

determ ne the “reasonable potential” for

an excursion above a water

to one (1)

sampl es for
requi renents of
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mne with a coal

receiving waters:
determ ning “reasonable potential”
The pernittee
Form C subnitted one effluent
ef fluent data fromthe operation is available to
the permttee to cause or
quality standard. The pernit

anal ysi s.

preparation

Sweet

contribute to
has been conditioned to

Recoverabl e

Tot al

Tot al

Tot al

require the collection and submission of this analytical data within tw (2)
years of its effective date.
A
Table 2
Ef fl uent Characteristics M ni mum Aver age Maxi mum
Flow (cfs) S NA NA NA
Total Suspended Solids (ng/l) "N L. NA NA
pH (standard units) NA NA
Chlorides (ng/l) NA NA NA
Hardness (as ng/l CaCG;) NA
Sul fate (as ng/l SQy) NA NA
Total Magnesi um (ug/l) NA NA
Total Recoverable Iron (ng/l) NA
Tot al Recoverabl e Manganese(ng/|) NA
Total Recoverabl e Antinony NA
Total Recoverabl e Arsenic NA
Total Recoverabl e Beryl i NA
Total Recoverabl e Cadm um (g NA
Total Recoverabl e Chrom um (ug NA
Total Recoverabl e Copper (ug/l) NA
Tot al Recoverab >ad NA
Tot al NA
Tot al NA
Total Recoverab NA
NA
NA
NA
NA
NA
NA
NA
NA
NA
NA

Tot al

SEEEEEEEEE

SRR
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PROPCSED EFFLUENT LI M TATI ONS AND MONI TORI NG REQUI REMENTS
a. Applicable to all sedinment control structures

The following effluent requirements apply to all discharges from *“coal
preparation plants”, “coal preparation plant associated areas”, and underground
“post-m ning areas”.
Table 3
. . ) Moni t ori ng
Ef fl uent Characteristic M ni mum | Average | Maxi num | Sanple Type Fr equency
Fl ow (cfs) NA® Repor t Repor t I nst ant aneous 2/ Mont h
Conductivity (uS/cm NA® Report Report G ab 2/ Mont h
Aci di ty? NA® Repor t Repor t G ab 1/ Mont h
Al kalinity? NA® Repor t . Qab 1/ Mont h
Ol & Gease (ng/l)? NA® 10 ﬁab 1/ Mont h
lron (nmg/1)3 NA® 3.5 ab 2/ Mont h
Manganese (ng/l)°3 NA® 2.0 G ab 2/ Mont h
TSS (ng/1)* NA® 35.0 . Gab 2/ Nont h
pH (standard units)?® 6.0 &b 2/ Mont h
not b hanged to the

Total dissolved solids or specific co
extent that the indigenous aquatic

IAt all times Acidity shall be les
(my/ I CaCoy)

nity is adversely af%.
Alkalinity and shall b a%ed as

The linits and nonitoring for Ol & G
devel oped and inplemented a “Best Mnage
by this permit. The BMP plan shall includ
the handling, storage an )sal of petrol
procedures for mning eq

apply if th(Im'ttee has
ices” (BWP) p as required
specific section that addresses
products and the naintenance

3I'ron and Manganese shal | Tot al

*TSS nmeans Total Suspended Solid

han a 1.0 standard unit

°Di scharges fro operation )
ing strea N p per i of 24 hours.

fluctuation of

The follown i rements di scharges from “post-m ning
areas” excluding u ar eas
. . . Moni t ori ng
Ef fl uent Characteristic M ni mum | Average | Maxi mum | Sanple Type Fr equency
Fl ow NA® Report Report | nst ant aneous 1/ Mont h
Conducti vi > Repor t Repor t G ab 1/ Mont h
Aci di ty? Repor t Repor t G ab 1/ Mont h
Al kalinity Report Report G ab 1/ Mont h
Ql NA® 10 15 G ab 1/ Mont h
Settleable Soli NA® Repor t 0.5 G ab 1/ Mont h
pH (standard uni 6.0 9.0 G ab 1/ Mont h

Total dissolved so or specific conductance shall not be changed to the
extent that the in enous aquatic comunity is adversely affected.

Iat all times Acidity shall be less than Alkalinity and shall be neasured as
(ng/ 1 CaQOy)

The linmits and nonitoring for Ol & Gease do not apply if the pernittee has
devel oped and inplenented a “Best Managenent Practices” (BMP) plan as required
by this permit. The BMP plan shall include a specific section that addresses
the handling, storage and disposal of petroleum products and the maintenance
procedures for m ning equiprent.

SThe limt for Settleable Solids is an instantaneous nmaxi mum

“Di scharges from this operation shall not cause nore than a 1.0 standard unit
fluctuation of the receiving stream pH over a period of 24 hours.

°NA neans not applicabl e.




PERM T No.: KY0056677
Al No.: 3095
Fact Sheet Page 5

b. Justification of requirenments for all sedinment control structures

Pursuant to 40 CFR 122.44, as incorporated by 401 KAR 5:065, Section 2(4) each
federally or delegated state issued NPDES permt shall include conditions neeting
technol ogy-based effluent limtations and standards and water quality standards
and state requirements. Coal mning effluents are subject to the Coal M ning
Point Source Category BPT, BAT, BCT Limtations and New Source Performance
Standards as pronulgated (40 CFR 434). Subpart A states that discharges from any
coal nmine at which the extraction of coal is taking place or is planned to bhe
undertaken and coal preparation plants and associated areas are subject to the
requi renents of Part 434. Subpart A defines the term “active mning area” as the
area, on and beneath |and, wused or disturbed activity related to the
extraction, renoval, or recovery of coal from it tural deposits. The term
excludes coal preparation plants, coal preparatioen p associ ated areas, and
post-mning areas. Subpart A defines the term* pre ation plant associated
areas” as the coal preparation plant yards, i dirate access roads, coal refuse
piles and coal storage piles and faC|I|t|es‘Subpar\A defines the term “coal
preparation plant water circuit” as all picpes, echanne basi ns, tanks, and all
other structures and equi pnent that conv or process any water
that is used is coal preparation proce i thi preparation plant.

Coal preparation plants and associ areas are classified either “alkaline
m ne drainage” or “acid or ferrugi i ai nage”. “AlKkali i dr ai nage”
is defined as nine drainage which, be reatment, has a equal to or
greater than 6.0 standard units and a t i concentratio | ess than 10
nmg/l. “Acid or ferruginous.mne drainage” ined as mne drai nage which,
before any treatnent, i has a pH of .less than 6.0 or a total iron
concentration equal to o : han 10 nmg/l .~ Unless the permittee specifically
requests and sufficiently jus i ocess that the drainage
is “al kaline nmine drainage”, as “acid or ferrugi nous
m ne drai nage”.

The requirenen drai nage” are dependent upon
whet her the g source”, “new discharger” or
“new source”. F CFR 122.29 as any source which
is not a new sou i 2r . “New discharger” is defined in 40 CFR
or installation from which there is
did not commence the discharge of
August 13, 1979, which is not a “new
recei a finally effective NPDES permt for
Sources” are defined by 40 CFR 434.11(j) as coal
preparation plant associated areas on which
construct onul gati on of standards of performance under
section 306 3 Act which are applicable to such source, or (b)
after proposa ds of performance in accordance with section 306 of the
C ean Water applicable to such source, but only if the standards
are promul gated i ance wWith section 306 within 120 days of their proposal
The original pro on date of those standards of performance under section
306 which apply to al preparation plants and coal preparation plant associated
areas i s Septenber , 1982.
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The mining activity comenced prior to Septenber 30, 1982 and did not provide
justification for an alkaline nine determ nation. Therefore this coal mning
operation is subject to the requirements of 40 CFR 434.22(a) Best Practicable
Control Technol ogy Currently Available for Coal Preparation Plants and Associ at ed
Areas Acid or Ferrugi nous, 40 CFR 434.23(a) Best Available Technol ogy
Econoni cal |y Achievable for Coal Preparation Plants and Associ ated Areas Acid or
Ferrugi nous, 40 CFR 434.32 Best Practicable Control Technology Currently
Avail able for Acid or Ferruginous M ne Drainage, and 40 CFR 434.33 Best Avail able
Technol ogy Economically Achievable for Acid or Ferrugi nous M ne Drainage. Table 5
summari zes these standards.

Tabl e 5
Pol | ut ant or Maxi mum f or Aver age of daily val ues
pol | utant property any 1 day for 30 consecutive days
Iron, Total (ng/l) 7.0 3.5
Manganese, Total (ng/l) 4.0 2.0
Total Suspended Solids (ng/l) 7 35.0
pH (standard units) Wthin QN tNt all tinmes

The Coal Mning Point Source Categ
Per f ormance Standards provide for
control structures as the status of th
m ning”. Subpart A defines the term “po
the wunderground workings of an undergr
renoval, or recovery of

bond rel ease. “Recl amati o
coal mne which has
revegetation (specifically,

or sedi ment

nge in effluent requir
i to “post-

ne es from “active
i ni area” as a rec tion area or
mne after e extraction,
deposit has ceased and prior to
bpart A as the surface area of a
quired contour and on which
omrenced.

to the
pl ant i ng)

where coal extraction has
dance with the requirenents
(SMCRA). SMCRA allows for a
phased bond pl etion of staged performance
st andar ds of bond nonies posted by the
pernmttee. The pe | bond release under SMCRA is

i ire “reclamation area” pursuant to 40 CFR
pl ant - associ ated areas and surface areas
I bond ease are considered reclamation areas.
operation is subject to the requirements of 40 CFR
Technol ogy Currently Available for Reclamation
ai | abl e Technol ogy Economically Achievable for

During the nornal
ceased are to be
of the Surfa

Table 6
Pol | utant or pol | utant property Limtations
Settl eabl e Solids 0.5 m /I maxi mum not to be exceeded
Ph Wthin the range 6.0 to 9.0 at all tines
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The mne also includes 1393.5 acres of underground nmining. Unlike surface mning
activities, SMCRA does not require the bonding of underground worKkings.
Di scharges from underground works where coal extraction has ceased are subject to
the requirements of 40 CFR 434.52(b)(1) Best Practicable Control Technol ogy
Currently Available for Post-Mning Areas, Underground Mne Drainage Acid or
Ferruginous and 40 CFR 434.53(b)(1) Best Available Technology Economcally
Achi evabl e for Post-Mning Areas, Underground M ne Drainage Acid or Ferruginous.
These standards apply to discharges from underground workings until Phase 111
bond release is received on the entire SMCRA pernit. Table 7 sunmarizes these
di scharge requirenents.

Table 7
Pol | ut ant or Maxi mum f or Aver age of daily val ues
pol | ut ant property any 1 day for 30 consecutive days
Iron, Total (ng/l) 7.0 3.5
Manganese, Total (ng/l) 4.0 2.0
Total Suspended Solids (ng/l) 7 35.0
pH (standard units) Wthin QN tcNt all tines

As previously stated, 40 CFR 122.4
limtations and conditions that a
appropriate water qual ity-based ef
authority is required by 40 CFR 122.44
“reasonabl e potential” to cause or contri
qual ity standard, including

equires NPDES permits contain effluent
ive of water quality. devel opi ng
imtations, t he mt-issuing

ermne if the charge has a
an excursion above any water
In response to this requirenent,
DOW devel oped and recei pr oval from Region 4 for a “reasonable
potential” analysis proce procedur e uires the conparison of the
statistical evaluation of n. of five luent sanples to the
calculated water quality-based i m i Should this conparison
i ndi cate the con i greater of the cal cul ated
limt then a water quality-based effluent
limtations a

are found in 401 KAR 10:031. Table 8 is
tandards for the pollutants addressed

Kentucky’s state
a summari zati on of

inth gui deli , Table 7).
Pol | ut ant or Human Heal th | Warm Wat er Aquati c Habit at
pol | ut ant property DW5 Acut e Chroni c
Iron, To 0.3 4.0 1.0t
Manganese, No water quality standard or conditions

Narrative standard

Narrative standard

Shal |l not be less than 6.0 nor nore than
9.0 and shall not fluctuate nore than
1.0 pH unit over a period of 24 hours
The chronic criterion for iron shall not exceed 3.5 ng/l if aquatic life has
not been shown to be adversely inpacted.

Total Suspen
Sett| eabl e Sol

pH (standard units

Total Recoverable |Iron

The effluent guideline requirenent for iron is expressed as “total iron” and the
wat er quality-based requirenent is expressed as “total recoverable iron”. Unti

EPA nenorandunms dated August 13, 1998 and May 21, 1996 were provided, DOW had
interpreted the requirenents for iron to be two separate conditions. However the
af orementi oned nenoranduns docunmented EPA's evaluation of the analytica
nmet hodol ogy and determination that “total” and “total recoverable” are synonynous
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therefore the technology-based and water quality-based requirenments can be
conpared directly.

As illustrated in Table 8, the requirenents for iron are divided into three
criteria. The human health donestic water supply criterion relates to the
protection of donestic water supplies and, in accordance with 401 KAR 10: 031,
Section 3(c), is applied at the point of w thdrawal of a domestic water supply
using the source water harnonic nmean for cancer-linked substances and the 7QL0
low flow condition for non-cancer-linked substances. To determne the water
quality-based effluent that is protective of the human health donestic water
supply criterion, the following fornula is used:

C :|:(CHHDWS(QT +Q1w7Q10))'CUQ[w7Qm :| 'A‘
' Q; &

Wher e Cr End- of - pi pe concentration/eff I%

Cwovs Human heal th donestic water.sup riterion

c
(of I nst r eam backgr ound conc n
r Di scharge fl ow

Qwao | ntake water body 7QL

w flow condition

The nearest downstream public wa intake is MCe ‘unty Wat er
District located at nile 31.1 of Bi Fork of the land River,
approximately 23.1 mles downstream Subs the follow ng formation into
the formula yields an end-o i limt of 5.1 ng/l.

uppl

(of Unknown. The f the Cunberland River

where the inta i i i ed for iron; therefore

n of 0.0 ng/l.

preci pi tati on-dependent;

, DOW has calculated a
cfs). See below for

ow-flow condition at the MCreary County

runof f (0.1)

age rainfall, inches /year (45.97)
(263. 28 acres)

ersion factor (0.000074390)

In choosing the coefficient of runoff, DOWreasoned that a mning activity would
be simlar to an uninproved area, i.e. no inpervious surfaces. The typical range
of coefficients for these types of areas is 0.1 to 0.3. DOW selected the |ower
val ue due to the runoff being collected in sedinent control structures to control
the volune and velocity. Since the surface disturbance overlaps the underground
area, DOW assuned no additional contribution of flow fromthe underground area.

As previously stated, the discharges from the active mning area are assuned to
be precipitation-dependent and therefore are not regular or continuous. By using
the annual average rainfall in the calculation DOW has nornalized these probable
di scharges into a theoretical daily flowto be used in this calcul ation.
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Moving to the application of the warmmvater aquatic habitat criterion, 401 KAR
10: 031, Section 3(3) requires derivation of effluent limtations using the 7QL0
low flow condition of the inmmediate receiving water. Section 4(2) of 401 KAR
10: 031 prohibit concentrations of pollutants to exceed the acute criteria within
an assigned m xing zone unless a zone of initial dilution (ZID) is assigned. To
receive an assigned ZID, the discharge nmust install a high-rate subsurface
multiport diffuser. The pernmittee has not sought to install such features on the
proposed di scharges; therefore the acute criterion of 4.0 ng/l applies as an end-
of -pipe limtation.

In regard to the chronic criterion, 401 KAR 10:029, Section 4(b) requires the
criterion to be nmet at the edge of the assigned regulatory mxing zone.
Regul atory mxing zones are assigned by the cat& in accordance with the
requi renents of 401 KAR 10:029, Section 4 and c eed 1/3 of the width of

the receiving water when the receiving water is trea river. The follow ng
equation is used to develop chronic criteri on-Afl uent” limtations.
h 4 A N
C _|:(CC (QT + (MZ)QRW7Q10 ))_ CU (MZ)QRW7Q10
. =
Q;

Wher e G End- of - pi pe concent
Ce Aquatic life chronic cri
oF I nst ream background conce
r Di scharge fl ow
Qwwao Recei ving ;
MZ Assi gned

Substituting the following in
concentration/effluent limt of

the aquatic community
pact ed by iron.

aters is listed as inpaired for
assuned a background concentration of 0.0

to be precipitation-dependent;

derivation, DOW has calculated a

flow of 0.698 cfs (0.45 M3D). See previous discussion

ons and derivation.

onditions are as follows: Sweet Gum Branch 0 cfs.
es of this calculation DOW has assigned the

e m Xi ng zone.

mnation of the iron limtations is to conpare the
limts to the water quality-based. Table 9 sunmarizes

The final step
t echnol ogy- based
this conparison.

Table 9
Regul at ory Requi r enent Mont hly Aver age Dai |y Maxi mum
40 CFR 434.22(a) / 40 CFR 434.23(a) / 40
CFR 434.32 |/ E10) CFR 434. 33 @ 3.5 my/| 6.0 my/|
WS Hunman Heal th Donestic Water Supply 5.1 ny/l Not Applicable
WS Aquatic Life Chronic Criterion 3.5 ny/l Not Applicable
WX Aquatic Life Acute Criterion Not Applicable 4.0 ng/l

The selected effluent limts are denoted by bold letters.




PERM T No.: KY0056677
Al No.: 3095
Fact Sheet Page 10

Total Recoverabl e Manganese

Kentucky’s water quality standards, 401 KAR 10: 031 do not contain a nuneric or a
narrative standard for manganese; therefore the technol ogy-based standard found
in 40 CFR 434.22(a), 40 CFR 23(a), 40 CFR 434.32 and 40 CFR 33 applies to these
di schar ges.

Total Suspended Solids (TSS)

As previously noted, TSS has both a nuneric effluent guideline requirenent of
35.0 ng/l as a nonthly average and 70.0 ng/l as a daily nmaxinmum and a narrative
water quality standard found at 401 KAR 10:031, S n 4(g) that states “total
suspended solids shall not be changed to the ent> the indigenous aquatic
community is adversely affected”. In accordance h 40\!3( 122.44(d) (1) (i), the
permt-issuing authority is required to d m i f he discharge has a

“reasonabl e potential” to cause or contribute.to a?%xcursi on above any water

quality standard including narrative stand S.

In order to perform a “reasonable po i hl s\cordance with DOWs
EPA- approved net hodol ogy, a nuneric interpre ation of narrat ive standard
would be required. However, whe wealth for
compliance with this narrative nuneri cal
interpretation but rather takes into co tors such as

t he taxononic richness of nacroinvertebrat

does not deve
n biological in
el of siltati

analysis for this pollutant DOW
wat er aquatic life. DOW I earned
of TSS and the aquatic
extremes of no effect
d “Suspended Solids and
and Exanple Relationship
Treated Municipal Effluent”
y source of data and supportive

The data presented in the
re related predoninately to instream
ed a study perforned downstream of a
to benthic macroinvertebrates was
of TSS was increased by 40 ng/l or nore.

In an attenpt to perform
reviewed literature on t
that depending on the concent
organism and its Ilfe st age,
observed to norte
Turbidity Requi
Between TSS
(Robert son- Br
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The concentration required to increase the instream concentration of TSS in the
receiving streamby 40 ng/L can be calculated in the follow ng way:

C, =C, +40+ 4O{Q—U}
0

T

Wher e G End- of - pi pe concentration/effluent limt

oF I nst r eam background concentration

r Di scharge fl ow

Q Recei vi ng water body average flow condition
Substituting the following information into th%a yi el ds an end- of - pi pe
concentration/effluent Ilinmt of 51 ng/l for Sweet Br h.

oF Unknown. Assumi ng the worst
this is assumed to be 0.0
r The discharges are
however, to perform
theoretical flow of
assunptions and deri
Q Recei ving water
Sweet Gum Branch 0.2 cf

rio of a pristine stream

recipitation-dependent;
has calculated a
See above for

flow conditions re s follows:

e flow cond“l on of 0.0 cfs

40 ng/l. Increased flow in the
tration only serve to increase
gui del i ne requi renent of
the nuneric effluent

The scenario of a pristine
yields a concentration/ef
receiving stream or in
this Iimt, which is gre
35.0 ng/l nonthly average. T
gui del i ne requirenent prevails.

DOW has control structures designed,
construct ed, mai nt ai with the effluent guideline
requirenents r easonab to cause or contribute to an
excur si on above t ve water quality standard for total suspended solids.
Ther ef or e i ng any addit requi renents for this paraneter.

a nuneric effluent guideline requirement of 0.5 n/lI

1 narrative water quality standard found at 401
es “the addition of settleable solids that may
alter the adversely affect productive aquatic conmunities
shall be pro i . 1982 Devel opnent Docunent for the Coal M ning Point
Source Categor [ settable solids as that matter in wastewater which
settles to the bo a one-liter Inmhoff cone in one (1) hour. The result of
the settleable sol st is a volunetric nmeasure of the amount of settleable
matter in one (1) Ili of wastewater. EPA based the 0.5 m /I effluent limtation
for post-mning areas on the capability of a sediment pond designed to contain
the runoff froma 10-year, 24-hour precipitation event.

In accordance with 40 CFR 122.44(d)(1)(i) the pernit-issuing authority is
required to determine if the discharge has a “reasonable potential” to cause or
contribute to an excursion above any water quality standard including narrative
standards. In order to perform a “reasonable potential” analysis in accordance
with DOWs EPA approved nethodol ogy, a numerical interpretation of the narrative
standard woul d be required. However, when evaluating waters of the Commonwealth
for conpliance with this narrative standard, DOW does not develop a nunerical
interpretation but rather takes into consideration biological indicators such as
t he taxonomi c richness of macroinvertebrates and | evel of siltation.
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The threshold dianeter between settleable and suspended solids is generally
accepted in the engineering comunity to be 0.005 nm therefore settleable solids
consist nostly of silts and sand. According to an EPA report entitled “Eval uation
of Performance Capability of Surface M ne Sedinent Basins”, under the 2-year, 5-
year, and 10-year 24-hour storm events, ponds designed to neet OSM criteria
renove 100% of solids greater than 0.005 mmin dianeter, i.e. settleable solids.
This neans that wunder average rainfall conditions as well as extrene storm
events, a 100% renoval rate should be achieved in a functioning sediment pond.
The effluent limtation of 0.5 m/l is equivalent to a 99.95% renoval rate;
therefore it is the finding of DOW that the effluent limtation of 0.5 ni/I
maxi mum is a sufficient check on pond function to achieve protection of aquatic
comruni ties during average and extreme storm eventsA

Settleable solids, like total suspended solids, are a CON
siltation of a stream Like total suspended Athe

community by settleable solids are depende

butor to the Ievel of
fects on the aquatic
onposition of the matter
the aquatic comunity
S, DOW has determ ned
ucted, operated and
ts do not have a
ve the narrative
t proposing

af fected. Therefore, using the sane
that coal mine sedinent control stru
mai ntained to conply with the eff
reasonabl e potential to cause or
water quality standard for total suspe
any additional requirenents for this par

t guideline require
i bute to an excursion
Ther ef ore

pH

This pollutant characte gui del i ne-based requirenent
and a Kentucky water > C CFR 22(a), 40 CFR 23(a)
and 40 CFR 434.32 the requirene pH:.i i arge nust be within the
range of 6.0 to i requi renent is equival ent
to that found i e at 401 KAR 10: 031, Section
4(1) (b). Howe i i requires the instream pH not
fluctuate no . ] i er a period of twenty-four (24)
hours. this additional requirenent has

alkalinity to be greater than acidity at all tinmes
during the period in which NPDES pernits were being
The devel opnent of the requirenent was a “Best
Regi on 4, developed in accordance with 40 CFR
M ning Point Source Effluent Quidelines. The
obj ecti ve of was to promote the devel opnent of buffering in the
sedi nent contro to prevent the discharge of acid nine drainage.
Additionally, Ken ater quality standards at 401 KAR 10: 031, Section 4(a)
state that natural alinity shall not be reduced by nore than 25% and that
al kalinity shall be reduced or increased to a degree that nmmy adversely
affect the aquatic community. As with other pollutants and pollutant
characteristics, DOW is required by 40 CFR 122.44(d) to deternine if a
“reasonabl e potential” exists for the discharge to cause or contribute to an
excursion of the water quality standard. By requiring the developnent of
buffering in the sedinent control structure, it is the determi nation of DOWthat
a “reasonable potential” to cause the lowering of the receiving water’s natural
alkalinity by nore than 25% does not exist. However, caution by the pernittee
nmust be exercised to prevent the natural alkalinity from being increased to
| evel s which woul d have an adverse affect on the aquatic conmmunity.

Pr of essi ona
125.3, which

Judgment”
pr edat ed tf
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Conductivity (Specific Conductance (SC/Total Dissolved Solids (TDS))

Pursuant to 40 CFR 122.44 (d)(1)(i)NPDES/ KPDES permits shall include linitations
to control all pollutant and pollutant paraneters which the permt-issuing
authority deternmines “are or nmay be discharged at a |evel which will cause, have
reasonabl e potential to cause, or contribute to an excursion above any State
water quality standard”, including narrative standards. Kentucky's water quality
standards at 401 KAR 10:031, Section 4(f) include a human health domestic water
supply standard of 250 ng/l for TDS applied at the point of wthdrawal and a
narrative standard for TDS and specific conductance which state that the TDS or
specific conductance shall not be changed to the .extent that the indigenous
aquatic community is adversely affected. A

yF 4

As with total recoverable iron; DOW perforned easo e potential” analysis

of TDS to determine if the discharges would ont bute to an excursion
of the water quality standards. To determn er quality-based effluent
that is protective of the human health wa supply criterion, the

following formula is used:

C :|:(CHHDWS( T+QIW7Q10))-CUQIW7Q10 \
T QT ,‘

\Wher e Cr End- of - pi pe
Cyovg Human heal
(o) I nstream
r Di schar ge

oncentration/e

The nearest McCreary County Water
District |ocate the Cunberland River,
appr oxi mat el y.<23. the following information into
the formula : ( i /effluent limt of 4,227 ny/l.
Ther ef or e, i a “reasonable potential” exists for

di schar ge rsion of this water quality standard

segnent of Big South Fork of the Cunberland River
: is located is not inmpaired for TDS; therefore
background concentration of 0.0 ng/l.

are assuned to be precipitation-dependent;
perform this derivation, DOWN has calculated a
flow of 0.45 MDD (0.698 «cfs). See below for
s and derivation.

Q wato ater body 7QL0 low flow condition at the MCreary County
Di strict intake is 7.2 M3D.

The flow of the discharges was cal cul ated using the equation:

Q=CIAF
Wher e Q Di scharge flow, M3D
C Coefficient of runoff (0.1)
I Annual average rainfall, inches /year (45.97)
A Area, acres (263.28 acres)
F Unit conversion factor (0.000074390)
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In choosing the coefficient of runoff, DOWreasoned that a mning activity would
be simlar to an uninproved area, i.e. no inpervious surfaces. The typical range
of coefficients for these types of areas is 0.1 to 0.3. DOW selected the |ower
val ue due to the runoff being collected in sedinment control structures to control
the volunme and velocity. Since the surface disturbance overlaps the underground
area, DOWassuned no additional contribution of flow fromthe underground area.

As previously stated, the discharges from the active mning area are assuned to
be precipitation-dependent and therefore are not regular or continuous. By using
the annual average rainfall in the calculation DOV has normalized these probable
di scharges into a theoretical daily flowto be used in this calcul ation.

In accordance with 40 CFR 122.44(d)(1)(ii), when‘[erm’ ning the “reasonable
potential” for an excursion of a narrative sta , he pernmitting authority

shall use procedures which account for existi ntrol's.on point and nonpoint
sources of pollution, the variability of thent oﬁollutant paranmeter in

u
the effluent, the sensitivity of the species ‘oxic testing (when eval uating
whol e effluent toxicity) and where appro te,the ditution of the effluent in
the receiving stream” \

Speci fic conductance (conductivity)
el ectrical charge. Conductivity i

neasure of water’s ility to conduct an
related to th di ssol ved
ionized solids in the water. also related to ity and is
i nfluenced by pH, hardness and tenperatu s in conducti vi y result in
nodi fications to the nakeup of the aquati i al comunity a water body.
Depending on the severity i onductivity, sonme species of
aquatic organisns may no reducing the taxa richness of
the benthic macroinverte is defined as the nunber
of species in a given comu the water body size,
tenperature, reproductivity, wat

| fates, chlorides, calcium
ce and concentration of these
ties is dependent upon a nunber
constituency of geological formations
i.zation of these nmaterials during the
aging spoil and overburden; and 4)
e acid m ne drai nage such as the use of
O her common sources of total dissolved
other forms of nining such as linmestone
mning, oil shale, and tar sands; 2) oil
4) other construction activities; 4) urban
g and deicing efforts; 7) abandoned m ne | ands;
es.

Conmon constitue
sodi um rmagnesi
ioni zed soli
of factors,
bei ng di sturbed;

DOW does not believe that a statewide or regional
of the narrative standard is appropriate. In DOWSs
determ nation, a site-specific interpretation is necessary to determine if the
proposed activity a “reasonable potential” to cause or contribute to an
excursion of this water quality standard. DOW currently does not possess
sufficient site-specific anbient data or discharge data for this proposed

nunerical interpre

activity to determine if such a “reasonable potential” exists. In order to
acquire sufficient data DONis proposing a three-pronged approach which includes:
1) inposing conductivity nonitoring on all outfalls; 2) nonitoring specific

chemical constituents and toxicity testing of representative outfalls; and 3)
devel opnent of a stream assessnment plan to evaluate the physical, chenical and
bi ol ogical condition of the receiving waters. DOW believes this approach is
consistent with the conments received from EPA in comment |etters dated Decenber
12, 2009 through February 5, 2010. Mre details regarding itenms 2 and 3 will be
provided later in this fact sheet.
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Regardi ng the selection of conductivity nonitoring in lieu of TDS nonitoring for
all outfalls, DOWtook into consideration the sanple nethodol ogies and the |arge
nunber of outfalls normally associated with a coal mning activity. Conductivity
can be determined by use of a nmeter in the field whereas TDS requires |aboratory
analysis involving filtration; therefore conductivity was selected as the nore
efficient approach.

Sul fate

There are no technol ogy-based standards in 40 CFR 434.22(a), 40 CFR 434.23(a), 40
CFR 434.32 or 40 CFR 434.33 for this pollutant Kentucky’'s water quality
standards, 401 KAR 10:031, Section 4 includes a‘an health domestic water
supply standard of 250 ng/l applied at the p0| f thdrawal but no aquatic
life criteria or narrative standard. As w otal ecoverable iron, DOW
performed a “reasonable potential” to determ scharges woul d cause or
contribute to an excursion of the water qual |T‘Etan To deternine the water
quality-based effluent that is protecti man alth DW5 criteria the
following formula is used:

C :|:(CHHDWS( T+QIW7Q10))-CUQIW7Q10
T
Q;

\Wher e Cr End- of - pi pe
Cyovg Human heal
(o) I nstream
r Di schar ge

‘

oncentration/e

The nearest McCreary County Water
District |ocate the Cunberland River
appr oxi mat el y.«23. ng the following information into
the formula : ( i ) /effluent limt of 4,227 ny/l.
Therefore : el i a “reasonable potential” exists for

di schar ge ursion of the water quality standard

segnent of Big South Fork of the Cunberland River
is located is not inpaired for sulfates;
assuned a background concentration of 0.0 ng/l.
are assuned to be precipitation-dependent;
perform this derivation, DOWN has calculated a
flow of 0.45 MDD (0.698 «cfs). See below for
s and derivation.

Q wato ; ater body 7QL0 low flow condition at the MCreary County
Di strict intake is 7.2 M.

The flow of the discharges was cal cul ated using the equation:

Q=CIAF
Wher e Q Di scharge flow, M3D
C Coefficient of runoff (0.1)
I Annual average rainfall, inches /year (45.97)
A Area, acres (263.28 acres)
F Unit conversion factor (0.000074390)
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In choosing the coefficient of runoff, DOWreasoned that a mning activity would
be simlar to an uninproved area, i.e. no inpervious surfaces. The typical range
of coefficients for these types of areas is 0.1 to 0.3. DOW selected the |ower
val ue due to the runoff being collected in sedinent control structures to contro

the volunme and velocity. Since the surface disturbance overlaps the underground
area, DOWassuned no additional contribution of flow fromthe underground area.

As previously stated, the discharges from the active mning area are assuned to
be precipitation-dependent and therefore are not regular or continuous. By using
the annual average rainfall in the calculation DOV has normalized these probable
di scharges into a theoretical daily flowto be used in this calculation

Fl ow
yF A
In accordance with 40 CFR 122.44(i) (ii), all ts mu i nclude nonitoring of
the volume of effluent fromeach outfall. A
h ¢ A N
c. Applicable to representative sediment c ro\ict S
As previously stated in Part 4 b of sheet, proposing a three-

data to determ if a “reasonable
is proposed nmining activity .to cause or
contribute to an excursion of nu ical or narrati er quality
standards. This approach includes: 1) i conductivity oring on all
outfalls; 2) monitoring of specific chemc ituents and t ity testing of
representative outfalls; a stream assessment plan to
eval uate the physical, c¢ ondition of the receiving waters.
This section of the fac e second information-gathering

pronged approach to acquiring suffi
potential” for the discharges fr

and bi ol ogi cal
ill address

This portion of

sanples from rep
application s
a permttee
Director my al
guantitative data

a requirement to collect
data to supplenent the
ith 40 CFR 122.21(g)(7), “when
tially identical effluents, the
only one (1) outfall and report that
ubstantially identical outfall.” Al of
ffluents as the source of wastewater

ed by the proposed mining activity: Sweet Gum Branch.
: entative outfall will be the responsibility of the
pernmittee i i y ist of the selected outfalls within 30 days of
the effect r . In selecting the representative outfalls the
permttee st ing criteria: 1) one (1) outfall per receiving
water in order pacts on each affected receiving water can be accurately
eval uated; 2) re ainage from a hollow fill as these types of ponds are
nore likely to charges than on-bench structures; and 3) the first
outfalls that neet
expedi tiously as pos

The objectives of the additional nonitoring requirenents for these representative
sedi nent control structures is to collect infornation necessary to determne if a
“reasonabl e potential” exists for the discharges to cause or contribute to an
excursion of either a numeric or narrative water quality standard, to ascertain
the flow regime of these structures, and to deternine the chemical conposition of
the total dissolved solids/conductivity of the discharges. Table 10 sumari zes
the additional nonitoring requirenents for these three representative sedi nent
control structures that are necessary for the determination of the flow reginme
and the chenical conposition of the total dissolved solids/conductivity.
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Tabl e 10

Ef fl uent Characteristic Aver age Maxi mum Sanpl e Type I\Ilzt)rné(]tuo(err:cr;g
Duration of Discharge (days) Report Report | nst ant aneous 2/ Mont h
TDS (ng/l) Report Report G ab 2/ Mont h
Sul fates (as ng/l SQ) Report Report G ab 2/ Mont h
Chlorides (ng/l) Report Report G ab 2/ Mont h
Total Cal cium (pg/l) Report Report G ab 2/ Mont h
Total Magnesi um (pg/ ) Report Report G ab 2/ Mont h
Total Sodium (pg/l) Report Report G ab 2/ Mont h
Total Potassium (pg/l) Report Report @G ab 2/ Mont h
Acute Wiol e Effluent Toxicity Repor b 1/ Quarter
Antinony (pg/l) Report Gab 1/ Quarter
Arsenic (ug/l) 1/ Quarter
Beryllium (pg/l) 1/ Quarter
Cadmi um (ug/ 1) 1/ Quarter
Chrom um (pg/ 1) 1/ Quarter
Copper (pg/l) ‘QJart er
Lead (ug/l) 1/ Quarter
Mercury (ug/l) 1/ Quarter
Ni ckel (pg/l) | G ab 1/ Quart er
Sel eni um (pg/ 1) 2 » G ab 1/ Quarter
Silver (pg/l) ab 1/ Quarter
Thal I'i um (pg/ 1) 2 G ab 1/ Quarter
Zinc (ug/l) G ab 1/ Quarter
Har dness (as g Gab 1/ Quarter

After

determine if the discharge has
to an excursion of either a
If reasonable potential is
to include limtations and

e potential analysis. However should no
then DOW shall reopen the permt to
and cheni cal nonitoring and the
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d. Justification of requirenments for representative sediment control structures

Duration of Discharge

One of EPA's primary concerns regarding this permit relates to the performance of
a “reasonable potential” analysis for a nunber of pollutants having either
nuneric or narrative water quality standards. A key element in performng a
“reasonable potential” analysis is the flow regime of the discharge. If the

di scharge is episodic and of short duration, i.e. less than four days, then the
“reasonable potential” analysis should address only acute effects of the
di scharge. However, if the discharge is episodic and of a |onger duration, i.e.

four days or greater or continuous, then the “re
shoul d address both acute and chronic concerns.
monitoring requirenent is necessary to det er type of “reasonable
potential” analysis that should be conducted an ustified by 40 CFR 122.48(b)
which requires pernmts to specify nonitori nAerrent sufficient to yield
data which is representative of the nonitor DOW is proposing the
duration be determ ned for each discharge in accordance with the
standard effluent linitations and nonito

onabl e potential” analysis
ore the inclusion of this

Total Dissolved Solids, Sulfates,
Magnesi um and Total Potassium

otal Sodium Total

£

, to conduct
ectly relat to the total
constituents of total dissolved
m nagnesi um and potassium By
the total di ssolved solids
e aquatic comunity can
nmeters as part of the
characterize the sources
stified by 40 CFR 122.48(b,
irements sufficient to yield
tivity. In order to accurately

Cal ci um

Specific conductance is a neasure of a in this case
an electrical charge. This conductivit
di ssol ved ionized solids he water.

solids are sulfates, ch
determining the predo
concentration, the source of t
be ascertained. Therefore the
nmoni toring schene i
and inpacts of .t
whi ch requires
data which

docunent and these pollutants, the
noni torl ng frequen he conductivity nonitoring requirenent
of C e onabl e potential” does exist for the
di sch 3 i : excur sion of the conductivity narrative
st ands he o include such requirenents as necessary
to ) C ity. ovever, should a “reasonable potential” not exist,
t hen DOV . o term nate these requirenments.

Ant i nony, i i dm um Chrom um Copper, Lead, Mercury, Nickel,
Sel enium Si i i nc_and Hardness

Wth ardness, all of these pollutants have nuneric water
qual ity standards whi equire an analysis in accordance with 40 CFR 122.44(d)
to determne if a *“ onabl e potential” for the discharge to cause or contribute
to an excursion water quality standards. DOWs EPA Region 4 approved

“reasonable potential” analysis procedure requires the conparison of the
statistical evaluation of a mnmnimm of five (5) effluent sanples to the
calculated water quality-based effluent Ilinmtations. Should this conparison

i ndi cate the concentration of the discharge is 90% or greater of the calcul ated
limt, then a “reasonable potential” exists and water quality-based effluent
limtations are required.
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The nuneric water quality standards for a nunber of these pollutants are
har dness- dependent, therefore hardness nonitoring is necessary. Calculation of
the water quality standards shall be performed as follows. The application of the
Warmwat er Aquatic Habitat «criteria, 401 KAR 10:031, Section 3(3), require
derivation of effluent limtations using the 7QL0 low flow condition of the
i medi ate receiving water. Section 4(2) of 401 KAR 10:031 prohibit concentrations
of pollutants to exceed the acute criteria within an assigned m xing zone unl ess
a zone of initial dilution (ZID) is assigned. To receive an assigned ZID, the
di scharge must install a high-rate subsurface nmultiport diffuser. The pernittee
has not sought to install such features on the proposed di scharges; therefore the
acute criteria apply as an end-of -pipe linitation.

In regard to the chronic criteria, 401 KAR 10:02A5ection 4(b) requires the
criteria to be met at the edge of the assigned re to m xi ng zone. Regul atory
nm xi ng zones are assigned by the cabinet in ac ance h the requirements of
401 KAR 10: 029, Section 4 and cannot exceedAt he dth of the receiving
wat er when the receiving water is a stream or river. its coment letter, EPA
has raised the issue of the application eria to episodic short-
duration discharges. EPA contends that ing four days or nore
are subject to chronic criteria a included in the
“reasonabl e potential” analysis. he representative
outfall necessitates a “reasonabl e ntial” analysis for th hronic criteria,
foll owi ng equation shall be use to d d effluent
limtations.

C, :|:(Cc( ¥ (MZ)QRW7Q10))

Wher e C

condi tion

ation is available to deternmine the
to cause or contribute to an excursion
ofore DOW is requiring the pernmittee to
quarterly sanples of these pollutants to be used by
ential” analysis for these pollutants. In the
that one or nore of these pollutants require
position of effluent linmtation, DOW shall reopen
requi renents. However, should the analysis reveal
e potential” does not exist, then DOW shall reopen the
requirenents.

event
addi ti onal
the pernmit
i ndi cate that
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Whol e Effluent Toxicity (WET) Testing

The inclusion of WET testing is to address two issues related to the
determ nation of a “reasonable potential” to cause or contribute to an excursion
of either a nuneric or narrative water quality standard. EPA Region 4 raised
these issues in conment letters received Decenber 12, 2009 through February 5,
2010. Kentucky’'s water quality standards for toxicity include both nunmeric and
narrative standards. The narrative standard at 401 KAR 10:031, Section 2(d)
states that surface waters shall not be degraded by substances which injure, are
chronically or acutely toxic to or produce adverse physiological or behavioral
responses in hunans, aninmals, fish and other aquatic life. The nuneric standards
at 401 KAR 10:031, Section 4(j) establish a chroni.c toxicity criteria of 1.0
chronic toxicity units (TU;) and an acute toxicity Aria of 0.3 acute toxicity
units (TU,) using representative indigenous sp ."e‘nt

standards also include a narrative standard fo al d

ucky’s water quality
ol ved solids (TDS) or

speci fic conductance (SC), previously discuss n Par t b and ¢ of this fact
sheet. A ¢ A N

A N A N
40 CFR 122.44(d)(1)(iv) states “when t N aut ity determ nes, using
the procedures in paragraph (d)(21)(ii is.section, t a discharge causes,

i nstream excursion
contain effluent
“when the
d)(1)(ii) of
a discharge
r contributes to an instream
applicable state water quality
or whole effluent toxicity.”

has “reasonable potential” to caus or contributes to a
above the nuneric whole effluent icity, the pernmt nus
limts for whole effluent toxicity.
permitting authority determ nes, using t
this section, toxicity testing data, or
causes, has the “reasonable potential” to
excursion above a narrati
standard, the permt nus

luent limt
EPA has concluded that a “reasonabl e or discharges from coal
nmnes to violate narrative ‘s This determi nation was
based on the EF on 3 : gory J. Pond, WMargaret E.
Passnore, Fran . le J. Rose titled “Downstream
ef fects of i ni ogi cal conditions using famly-
and genus-| evel tools,” and referenced a nunber
of sinilar correlation between discharges from

surface 8 ic macroinvertebrate taxa richness. EPA
has i‘n species of these organisns indicates an
ex y standard or inpairment. In accordance
wi ,such a determ nation by EPA would necessitate the

DOW does i conclusion that a “reasonable potential” exists
based sole report. In accordance wth 40 CFR
122. 44(d) (1) (i 1), ermning the “reasonable potential” for an excursion of
a narrative sta permitting authority shall use procedures whi ch account
for existing cont poi nt and nonpoi nt sources of pollution, the variability
of the pollutant or | utant paraneter in the effluent, the sensitivity of the
species to toxicity testing (when evaluating whole effluent toxicity) and where
appropriate, the dilution of the effluent in the receiving stream” The
af orenenti oned report does not address any of these requirenents, nor has EPA
provi ded additional supportive data providing such analysis. As previously stated
in the discussion related to conductivity found in Part 4(b) of this fact sheet,
DOW does not believe that sufficient site-specific data has been provided to
determine if a “reasonable potential” exists.

Therefore, in order to resolve this issue, DOW is proposing the pernittee to
conduct Acute WET testing at representative outfalls. Upon conmpletion of five (5)
quarterly WET tests, DOW shall deternmine if a “reasonable potential” exists,
utilizing its 2000 EPA-approved “Permitting Procedures for Det er m ni ng
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‘ Reasonabl e Potential’”. Should DOW determine that a “reasonable potential” does
exist, then DOW shall reopen the permt to include appropriate effluent
[imtations or should DOW deternine that a “reasonable potential” does not exist
then DOWshall reopen the permt to termnate the requirenent.

e. Instream nonitoring requirenents

The third and final elenment of DOWSs proposal for gathering sufficient data to
determine if a “reasonable potential” exists for these discharges to cause or
contribute to an excursion of the narrative water quality standards is a
physi cal, chenical and biological assessnment of the affected watersheds. Wthin
30 days of the effective date of the pernmit the permittee shall submt to DOWfor
review and approval a study plan to deternine ining conditions of the
affected watersheds and to evaluate the inpac f‘e di scharges upon the
affected watersheds. The study plan shall evel o in accordance wth
appropriate protocols and quality assurance rAts as specified in “Quality
Assurance Project Plan for |Individual Coal- its: Focus Monitoring for
Water Quality, Biological Comunities a itions.” The nunber of
instream nonitoring locations wll be size and nunber of
wat er sheds involved and the nunber of i ith each watershed.
The permittee should propose a su ring locations to
adequately docunent the pre-mnin to evaluate the_effects the
mning activity is having on the water i | ved. Monitoring ions in the
recei ving stream above and bel ow the inp rshed shall be i uded.

Bi ol ogi cal sanpling shall conducted a
| ocations proposed in oved study
conducted during the ap e i ndex perio
stream Standard operating prec that shall
permit intensive surveys can d. in Mt
Extraction Individ
Kent ucky Coal fi e

each  of the instream nonitoring
Sanple collection shall be
onmensurate with size of the
to conduct individual
Conducting Resource
RWstreans in the Eastern

The permtte i i i a paper d an electronic version of an

S 31t of the following year. Tables and
he.report nust be in spreadsheet format.
urface Water Pernmit Branch for review
in “Methods for Conducting Resource
Surveys in non-OSRW Streans in the Eastern

precedi ng paragraphs are available on DOWSs
tti ng/ wast ewat er perni tti ng/ KPDES/ m ni ng/ coal .

physical and chemical monitoring requirenents to be
conducted at eac nstream sanpl e | ocati ons proposed in the study plan.
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Table 11
Characteristic M ni mum Aver age Maxi mum Sanpl e Type I\Ilzbrn(;qtuoerricnyg
Fl ow (cfs) Report Report | nst ant aneous 2/ Mont h
Di ssol ved Oxygen (ng/L) Report Report G ab 2/ mont h
Tenperature (°F) Report Report G ab 2/ mont h
Conductivity (uS/cn Report Report G ab 2/ Mont h
g%; nity (as o/l Report Report G ab 2/ Mont h
pH (standard units) Report Report G ab 2/ Mont h
TDS (my/l) Report Report G ab 2/ Mont h
Sul fates (as nmg/l SQy) Repor t ReporA G ab 2/ Mont h
Chl orides (mg/l) Report ‘rab 2/ Mont h
Total Calcium (pg/l) Report G ab 2/ Mont h

G ab 2/ Mont h

Total Magnesium (pg/l)

Total Sodium (pg/l) ab 2/ Mont h
Total Potassium (pug/l) 2/ Mont h
Anti nony! (pg/l) Ga 1/ Quarter
Arsenicl! (pg/l) Gab / Quarter

Cadmi unt (pg/1) G ab 1/ Quarter
Copper ! (pg/ 1) G ab 1/ Quarter
Iront (ug/l) G ab 1/ Quarter
Lead® (ug/1) G ab 1/ Quarter
Manganese( g/ |) G ab 1/ Quarter
Mer cury! (ug/l) G ab 1/ Quarter
Ni ckel * (pg/ ) G ab 1/ Quarter
Sel eni unt (pg/ G ab 1/ Quarter
Thal I'i unt (pg/ G ab 1/ Quarter
Zinct (pg/l) G ab 1/ Quarter

Report G ab 1/ Quarter

sanples DON will determine if the discharge has

contribute to an excursion of either a

ality standard. |If reasonable potential is

denonstrate eopen the permt to include limtations and
monitoring as justified by the reasonable potential analysis. However should no
reasonabl e po e denonstrated then DOW shall reopen the permt to
termnate the bi ol ogi cal and cheni cal nmonitoring and the

representative out pDNi t ori ng

Beryllium Chrom um
fromthe list of po

Silver nonitoring are not necessary and have been omtted
utants to be nonitored at the instream nonitoring points.
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f. Justification of requirenents for instream nonitoring

Alkalinity, Total D ssolved Solids, Sulfates, Chlorides, Total Calcium Total
Sodi um Total Magnesium and Total Potassium

Specific conductance is a neasure of a substance, in this case water, to conduct
an electrical charge. This conductivity is directly related to the total
di ssolved ionized solids in the water. Common constituents of total dissolved
solids are sulfates, chlorides, calcium sodium magnesium and potassium By
determining the predomnate ion conprising the total di ssolved solids
concentration, the source of the ion and the inpacts on the aquatic community can

be ascertained. Therefore, the inclusion of these _ paraneters as part of the
)

moni toring scheme for mne discharges is necessar characterize the sources
and inpacts of the total dissolved solids and is i"fied by 40 CFR 122.48(b),
which requires permits to specify nonitoring i reme
data which is representative of the nonitor ctiwvity.
docunent the correlation between the dischar and t
stream quality, the instream nonitoring s condu
representative outfall nonitoring.

sufficient to vyield
order to accurately
effects on the receiving
d concurrently with the

Fl ow

As discussed Parts 4c and 4d of this
that DOV determine if a “reasonabl e pote
proposed mining activity to cause or

40 CFR 122.4
ists for the dis ges fromthe
0 an excurs of the water
eam upstream of the discharge is a
conponent of the fornula f i t limtations protective of human
health fish consunption i i chronic criteria, as both of
these criteria are applied at m Xi ng zone pursuant to
401 KAR 10:029, Section 4. s a conponent in the
calculation of lim ia when a zone of initial
dilution (ZID nstallation of a high-rate
multiport diff any such di scharge structures.

ecessitates

Ni ckel, Selenium Thallium

pol | ut ants
atic life ¢

e of either human health fish consunption
both. In developing effluent limts based on
st take into consideration the concentration of
t hese po i ilng water. Devel opnent of these limtations is a
necessary cky’s EPA nmethodol ogy for determ ning “reasonable
potential”. thodol ogy requires a mninmm of 5 sanples to make this
det ermi nati on. ppl i cant has submitted the requisite nunber of sanples,
further instrea i g of these pollutants nay be term nated. Therefore the
i mposition of nonitori of these pollutants is justified by 40 CFR 122.44(d).

Sil ver

Instream nonitoring of this pollutant is unnecessary as Kentucky's water quality
standards contain only an aquatic life acute criterion for silver. Such criteria
apply as end-of-pipe limts wthout consideration of background conditions.
Theref ore DOW does not agree with EPA that background nonitoring is necessary for
this pollutant.
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Beryl i um and Chrom um

Instream nonitoring at the points of discharge for these two pollutants is
unnecessary. Kentucky’'s water quality standards contain only criteria for hunman
heal th domestic water supply protection which, in accordance with 401 KAR 10: 031
Section 3, applies at the point of withdrawal. The nearest downstream donestic
water intake is located at McCreary County Water District, located on Big South
Fork of the Cunmberland River. Although the intake is on a water body at a
location 23.1 miles downstream of this mning activity, the appropriate
background water quality to use in the calculation of effluent limts would be
that of the intake water. Therefore DOW does not agree with EPA that background
nmonitoring within watersheds directly influenced iy the mning activity is
necessary for this pollutant.
yF 4

Bi ol ogi cal Assessnents

While water chemstry is an essential staining aquatic life and
assessing water quality, it only gives of stream heal th.
Bi ol ogi cal data integrates nonths or quality inpacts, as
these organisnms are year-round resid dditionally, aquatic
biota integrates the cunulative ef rs and pollutants
instead of examining particular in organisnms are
i ndi cators of clean water, whereas so i ns. Thus,
the presence or absence of these indi 0 assess the
ecol ogi cal health of the waterbody. DOW s to determ ne
the use attainability of a.wa h as it relates to Kentucky's
narrative water quality in order to adequately determ ne
the inpact a mning acti ity of a waterbody to attain its
desi gnated use and conpli ance , biological assessnent
of these streams are necessary. i of will provide a nore
accurate eval uati on “reasonab devel opnent of a nunerical
interpretation rative ion of this requirenent is
consi stent wi

under degraded c
ies can be use

its are to include Best Managenent
he discharge of pollutants when: 1)
CWA for the control of toxic pollutants
industrial activities; 2) authorized
the control of storm water discharges; 3)
nfeasible; or 4) the practices are reasonably
imtations and standards or to carry out the
CWA" As previously indicated in this fact sheet, it is
control of specific conductance and total dissolved
rough the application of a nunerical effluent limt.
hal| develop a Best Managenent Practices (BWMP) plan to
control these poll ut The effectiveness of the BWPs will be determ ned by the
annual biol ogi cal assessnents. |f these assessments indicate that inpacts to the
aquatic comunity are occurring, then the permittee shall evaluate the BMs
enpl oyed and deternine if nodifications to the BMP plan and selected BWMPs are
required.

pur poses and
DOWs determ
solids is not
Therefore the per
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ANTI DEGRADATI ON

The conditions of 401 KAR 10: 029, Section 1, have been satisfied. This permtting
action is a renewal of a KPDES permit for existing discharges only. No new or
expanded di scharges are being authorized by this action therefore a review under
401 KAR 10: 030 Section 1 is not applicable.

PROPOSED COMPLI ANCE SCHEDULE FOR ATTAI NI NG EFFLUENT LI M TATI ONS
Pernmittee shall conply with the effluent linmtations by the effective date of the
permt.

PROPOSED SPECI AL CONDI TIONS WH CH WLL HAVE A. SIGNILFICANT | MPACT ON THE
DI SCHARGE

Al kal i ne M ne Recl assification

The procedures for reclassifying an operati
drainage to “al kaline” mne drainage are
KAR 5: 065, Section 2, 4 and 5. “Al kal i
M ning Point Source Category Effluent
434.11) as mne drainage which pri
greater than 6.0 standard units
| ess than 10 ny/l.

ferrugi nous” mne
the requirenents of 401
is defined in the Coal
finitions — 40 CFR

t r eat ment ha‘VH equal to or
Recoverable Iro concintration of

effluent Iimt to allow for
with the requirenments of
i the Coal M ning Point
limtation for pH — 40

Alternate Effluent Limtations - pH

The procedures for
renoval of total recove
401 KAR 5:065, Section 2(1),
Source Category Effluent Guide
CFR 434.61) the it -1 ssui ng e pH level in the final
effluent to ex - in order that total
recover abl e ) i ed when the application of
neutralizatic 3 ogy results in the inability to

arnate precipitation effluent limt are
401 KAR 5:065, Section 2(1), 4 and 5. In
g Point Source Category Effluent Quidelines
or precipitation events — 40 CFR 434.63) the
permt-issu on an event-by-event basis alternate effl uent
limtations of di'scharge and precedi ng 24-hour precipitation.

The pernmittee is orized to discharge under the terns of the permt upon
receipt of witteninotification by the KYDOW and upon the issuance of a fully
ef fective permanent program pernit by DNR

Commi ngli ng of WAste streans

Where wastestreans from any facility covered by this pernmit are conbined for
treatment or discharge with wastestreans from another facility, the concentration
of each pollutant in the conbined discharge nay not exceed the nobst stringent
limtations for that pollutant applicable to any conponent wastestream of the
di schar ge. This requirenent is consistent with the requirements of 401 KAR
5:065, Sections 2, 4 and 5 (40 CFR Part 434.61).
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Departnment of the Arny, Corps of Engineers Condition

Pursuant to the requirenents of 40 CFR 124.59(a) and 401 KAR 5:075, Section 9 the
following special condition is applicable to certain coal mning operations,
whi ch affect anchorage and navigation of any waters of the United States, which
are under the jurisdiction of the Corps of Engineers. The applicability of this
condition to specific dischargers will be included in the witten notice fromthe
DOW t hat aut horizes discharge under this permt.

The permittee shall undertake erosion control practices which utilize proper
sedimentation control neasures in order to mnimze resultant sedinentation in
navi gabl e waters which occur as a result of discharges from both point and non-
poi nt sources connected with the overall operations. . The practices will apply to
existing and future facilities and activities, an I, at a mninmm provide
for the control of erosion and runoff from accerWI roads, coal handling
structures, utility right-of-way easenents, an avatio‘. The permittee wll
al so provide adequate ditching, culverts, s nt .traps ‘and ponds, and other
structures or procedures necessary to mni rriz‘fdi me tion in navigable waters.
The DOW shall have the right to inspect .the sedine control neasures being
AN

undertaken by the permittee and, Wi th e US. Arny Corps of
Engi neers, direct any additional to conply with the
requirenents of this condition. this discharge in sufficient
deposition of solids material to e a hazard to anchorag vi gation on
any navigable water, such deposits ee without
expense to the United States Governnent. r, the time an nner of such
removal, as well as the location and ma receive the
prior witten approval by th i he Corps of Engineers.

Instream Treatment or Di ¢
This permt does not authorize f instream treatnment or
di sposal facilities (sedinent ey fills, slurry ponds,
etc.) Such authorization is w thi e jurisdicti of the Corps of Engineers
(COE) and is i ; ) i ' itting program of the O ean
Water Act. i is permitting action requires
the issuance rtification by the DNR The

requi renents of - ertification issued for this operation are
her eby € - KPDES permit as enforceable
require
9.
Five ( . i is in the Four Rivers / Upper and Lower Cunberl and
Ri ver i t he Kentucky Watershed Managenent FraneworKk.
10.

The application,
addi ti onal infor
OCaks Lane, Frankfort

rmt fact sheet, public notice, conmments received and
s available by witing the Division of Water at 200 Fair
ent ucky 40601.

11. REFERENCES AND Cl TED DOCUMENTS

All material and docunments referenced or cited in this fact sheet are parts of
the permt information as described above and are readily available at the
Division of Water Central Ofice. Information regarding these materials my be
obtai ned fromthe person |isted bel ow
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12. CONTACT
For further information contact the individual identified on the Public Notice or

Mat t G aves at (502) 564- 3410 ext ensi on 4882, or by e- mai | at :
Mat t hew. Graves@y. gov.

13. PUBLI C NOTI CE | NFORVATI ON

Pl ease refer to the attached Public Notice for details regarding the procedures
for a final permt decision, deadline for coments, and other information
required by 401 KAR 5:075, Section 4(2)(e). A




KPDES

KENTUCKY POLLUTANT

DISCHARGE ELIMINATION
SYSTEM

PERMIT

PERM T NO : KY0056677
Al NO : 3095

AUTHORI ZATI ON TO DI SCHARGE UNBPER THE
KENTUCKY POLLUTANT DI SCHARGE ELI ON SYSTEM

AN

| ocated at

Pursuant to Authority in KRS 224,

Sout hf ork Coal Conpany
80 Terrace Drive
Bristol, VA* 24202

is authorized to discharge froma faci
DNR Permit No.: 874-8004 (NWM 5), 4- 50

Sout hf ork Coal Conpany

KY Hw 1651

Revel o, McCreary County

to receiving waters naned
Sweet Gum Branch

in accordance
condi ti ons set
cover sheet,
pages.

requi renents, and other
. The permt consists of this
PART 111 3 pages, and PART |V 2

nori zation to discharge shall expire at m dnight,

{Si gnat ur e}
Sandra L. Gruzesky, Director
Di vi si on of Water

DEPARTMENT FOR ENVI RONMENTAL PROTECTI ON
Di vision of Water, 200 Fair Oaks Lane, Frankfort, Kentucky 40601

Printed on Recycl ed Paper
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PART | . EFFLUENT LI M TATI ONS AND MONI TORI NG REQUI REMENTS
A, REQUI REMENTS FOR ALL SEDI MENT CONTROL STRUCTURES
Tabl e 1 lists the outfalls authorized by this permt, the latitude and

| ongi tude of each, the pond nunmber, and the DOW assi gned KPDES outfall nunber.

Table 1
Recei vi ng \Wat er Pond No. Latitude (N) Longi tude (W
Sweet Gum Branch 001 36-40- 12 84-28- 20
Begi nning on the effective date and lasting thro her Phase | bond rel ease

or the termof this permt discharges fromthos
receive drainage from “active mine areas”

listed in Table 1 that
y with the effluent

limtations, nmonitoring frequencies, sanpl nd other requirenents as

specified in Table 2.

Begi nning on the date of Phase | bon

Il bond release or the term of di schar ges

listed in Table 1 that receive d age from “reclamation

with the effluent |imtations,

i equenci es, sanpl
requi renents as specified in Table 3.

e.of floating SOW’iSi bl e foam

There shall be no discharg
than trace anpunts.

Sanples taken in conpliance
shall be taken at the follo :
di scharge to or mxing wth ikng waters
outfalls.

t hrough either Phase
rom those outfalls

as” shall conply
and ot her

sheen in other

requi.renents specified above
essible point prior to
wast estreanms from ot her
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Table 2
Ef fl uent Characteristic | Mninum | Average | Maxi mum| Sanple Type I\I/:brnéqtuoerr:cr;g

Fl ow (cfs) Report Report | nst ant aneous 2/ Mont h
Conductivity (uS/cm Report Report G ab 2/ Mont h
Aci di ty? Repor t Repor t G ab 1/ Mont h
Al kalinity!? Repor t Repor t G ab 1/ Mont h
Ol & Gease (ng/l)? 10 15 G ab 1/ Mont h
lron (nmg/1)3 3.5 4.0 G ab 2/ Mont h
Manganese (ng/l)?3 2.0 G ab 2/ Mont h
TSS (ng/l)* 35.0 Gab 2/ Mont h
pH (standard units)?® 6.0 ab 2/ Mont h
Total dissolved solids or specific conductan ot be changed to the

extent that the indi genous aquatic comrunit af f ect ed.

IAt all times Acidity shall be less than | be measured as

(mg/1 CaQ0y)

The linits and nmonitoring for Q|
devel oped and inplenented a “Best
by this pernmit. The BMP plan sha specific section
the handling, storage and disposal of trol products and t

apply i he permttee has

genent Practices” (BMP)

procedures for mning equiprent.
3ron and Manganese shal | eported as Tot cover abl e

4TSS means Total Suspend

°Di scharges from this operati not cause re than a 1.0 standard unit
fluctuation of the receiving s ver a peri hour s.
Table 3
Average | Maxi mum | Sanple Type 20 10 g
Fr equency
Report | nst ant aneous 1/ Mont h
Report G ab 1/ Mont h
Report G ab 1/ Mont h
Report G ab 1/ Mont h
15 G ab 1/ Mont h
0.5 G ab 1/ Mont h
9.0 G ab 1/ Mont h

speci fic conductance shall not be changed to the

extent that t s aquatic community i s adversely affected.

It all tinmes A
(my/ 1 CaCsoy)

| be less than Alkalinity and shall be neasured as

The linits and no xring for Gl & Gease do not apply if the permttee has
devel oped and inpl enmented a “Best Managenent Practices” (BMP) plan as required
by this permit. The BMP plan shall include a specific section that addresses
the handling, storage and di sposal of petroleum products and the nmintenance
procedures for m ning equiprent.

5The limt for Settleable Solids is an instantaneous naxi mum

‘Di scharges fromthis operation shall not cause nore than a 1.0 standard unit
fluctuation of the receiving stream pH over a period of 24 hours.
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B. REQUI REMENTS FOR REPRESENTATI VE SEDI MENT CONTROL STRUCTURES

Beginning on the effective date and lasting through the term of this pernmt,
di scharges from those outfalls listed in Table 1 that have been designated as
“representative sedinent control structures” shall conmply with the additional
nmonitoring requirenments specified in Table 4. The pernittee shall select these
representative outfalls using the following criteria: 1) one (1) outfall per
receiving water in order for the inpacts on each affected receiving water can be
accurately evaluated; 2) receives drainage from a hollow fill as these types of
ponds are nore likely to have discharges than on-bench structures; and 3) the
first outfalls that neet conditions 1 and 2 so as to obtain the required
i nformati on as expeditiously as possible. Wthin 30 s of the effective date of
this permt, DOW shall receive witten notific identifying those ponds
selected as “representative sediment control str

Table 4

Ef fl uent Characteristic Aver age Maxi mum Sanpl e Type I\I/_Prné;uogr:cr;g

Duration of Discharge (days) RepyRepN ™ nst ant aneous 2/ Mont h

TDS (no/l) Rep Report G ab 2/ Mont h

Sul fates (as ng/l SQO;) Re G ab / Mont h

Chlorides (ng/l) Report G ab 2/ Mont h

Total Calcium (pg/l) Report G ab 2/ Mont h

Total Magnesi um (ug/l) Report G ab 2/ Mont h

Total Sodium (ug/l) G ab 2/ Mont h

Total Potassium (pg/l) Report ab 2/ Mont h

Acute Wiol e Effluent Toxicity G ab 1/ Quarter

Antinony (pg/l) G ab 1/ Quarter

Arsenic (po/l G ab 1/ Quarter

Beryl lium ( G ab 1/ Quarter

G ab 1/ Quarter

G ab 1/ Quarter

Report G ab 1/ Quarter

Report G ab 1/ Quarter

Report G ab 1/ Quarter

Report G ab 1/ Quarter

Report G ab 1/ Quarter

Silver (pg/l) Report Report G ab 1/ Quarter

Thal I'i um (pg/l) Report Report G ab 1/ Quarter

Zinc (pg/l) Report Report G ab 1/ Quarter

Har dness (as ng/| °0;) Report Report Gab 1/ Quarter
After a minimum of five (5) sanples DON will determine if the discharge has
reasonable potential to cause or contribute to an excursion of either a
narrative or numeric water quality standard. |If reasonable potential is
denonstrated then DOW shall reopen the permt to include limtations and
nonitoring as justified by the reasonabl e potential analysis. However should no
reasonable potential be denonstrated then DOW shall reopen the permt to
termnate the instream biol ogical and chemical nonitoring and the additional

outfall monitoring.
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C. REQUI REMENTS FOR | NSTREAM MONI TCRI NG

Wthin 30 days of the effective date of the permit, the permttee shall submt to
DOW for review and approval a study plan to determine pre-mning conditions of
the affected watersheds and to evaluate the inpact of the discharges upon the
affected watersheds. The study plan shall be developed in accordance wth
appropriate protocols and quality assurance requirenents as specified in “Quality
Assurance Project Plan for Individual Coal-mning Permts: Focus Monitoring for
Water Quality, Biological Comunities and Habitat Conditions”. The nunber of
instream nonitoring locations wll be dependent upon the size and nunber of
wat er sheds involved and the number of outfalls associated with each watershed.
The permittee should propose a sufficient nunber f nonitoring locations to
adequately docunment the pre-mning conditions an valuate the effects the
mning activity is having on the watersheds invo itoring locations in the
recei ving stream above and bel ow t he i npact ed be i ncl uded.

th the instream nonitoring
collection shall be
e with size of the
conduct i ndi vi dual
ductl ng Resource

the Eastern

Bi ol ogi cal sampling shall be conducted at,
| ocations proposed in the approved st
conducted during the appropriate ind
stream Standard operating procedure
permit intensive surveys can be
Extraction Individual Permt Inten
Kent ucky Coal fields.”

nd in “Mthods for

urveyi on non- OSRW stre

The permittee will provide DON with a p and. an el ectron version of an
annual intensive survey reg by July 31° the following year. Tables and
charts within the electro t nust be in spreadsheet fornmat.
This report shall be sent dire Pernmit Branch for review
Annual reporting requirenents or Conducting Resource
Extraction Individual Permt Streanms in the Eastern
Kent ucky Coal fi el ¢

The protocol
website at . . ky. itting per i tti ng/ KPDES/ mi ni ng/ coal .

Tabl e to be
condu

pl a

nonitoring requirements

i cal
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Table 5
Characteristic M ni mum | Average | Maxi mum | Sanpl e Type I\I/_Prné;uogr:cr;g

Fl ow (cfs) Report Report | nst ant aneous 2/ Mont h
Conductivity (uS/cm Report Report Gab 2/ Mont h
Di ssol ved Oxygen (ng/L) Report Report Gab 2/ nonth
Tenperature (°F) Report Report G ab 2/ nmont h
g%') nity (as no/l Report Report G ab 2/ Mont h
pH (standard units) Report Report G ab 2/ Mont h
TDS (ng/l) Report Repor G ab 2/ Mont h
Sul fates (as ng/l SQO,) Report ab 2/ Mont h
Chlorides (ng/l) Report ab 2/ Mont h
Total Calcium (pg/l) G ab 2/ Mont h
Total Magnesium (ug/ ) 2/ Mont h
Total Sodium (ug/l) 2/ Mont h
Total Potassium (ug/l) 2/ Mont h
Antinonyt?2 (ug/l) / Quart er
Arsenict? (ug/l) 1/ Quarter
Cadmi unt'? (pg/ 1) 1/ Quarter
Copper 2(pg/ 1) 1/ Quarter
Lead™?(pug/ 1) 1/ Quarter
Mer cury®?(ug/ 1) 1/ Quarter

Ni ckel 22(pg/1)

1/ Quarter

Sel eni umt2(ug/ |

1/ Quarter
Thal | i um?( g G ab 1/ Quarter
Zinct? (ug/l G ab 1/ Quarter
Har dness™* (as ny G ab 1/ Quarter

term nate the ins
outfall nonitoring

sanples DONw || determine if the discharge has

2 or contribute to an excursion of either a

i standard. |f reasonable potential is

3n the permt to include limtations and

anal ysis. However should no
reopen the permit to
nmonitoring and the additional
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D. OIrHER REQUI REMENTS

Al kaline Mne Reclassification
Title 40 Chapter | Subpart 434.11 “CGeneral Definitions” defines “alkaline mne
drai nage” as nine drainage, before any treatment, has a pH equal to or greater
than 6.0 standard wunits and a total iron concentration of 10 nyg/l. As
information is unavailable at the tine the permittee subnits an application for
an individual permt, the default classification for all nine drainage is “acid
or ferrugi nous”. Should the permttee have reason to believe the drainage from
an operation would be nmore appropriately classified as “alkaline,” the pernmttee
must satisfactorily denonstrate to DOW that the nine drainage, prior to
treatment, has a pH greater than or equal to 6.0
recoverable iron concentration less than 10 ny/l.

This denonstration shall consist of a nine
clearly labeled, including the latitude and |
shall be a sufficient nunber of nonitoring I
any variations within the drainage from
moni toring | ocati ons CANNOT CO NCl DE w
as untreated drai nage must be coll ect demonstrati
months of data to characterize low, pH and the tot

concentration of the influent reate effluent shall
submitted as part of this denonstration.

The effect of reclassifying.the mne from or ferruginous” “to “alkaline” is
to renmnove the effluent i.t ati ons and nitoring requirenents for total
recover abl e manganese, nodi fication and necessitates
t he reopeni ng of the KPD

moni toring | ocations
in decinmal degrees. There
adequately characteri ze
ining activity. These
ture di scharge point,
At |east six (6)
recoverable iron
| ected and

Pursuant to 401
i ssuing authori

Part 434.62), the permt-
final effluent to exceed 9.0
e manganese limtations may be
achi eved whe i i and sedinentation treatnent
t echnol ogy i This alternate pH limtation
shall be g i c discharge, provided the operator
submi i . : i e Discharge Mnitoring Report (DWR),
t ha ) F standard units was required to achieve

[ i no circunmstances shall the pH exceed

Thi s i sample results utilized to determne that
addi ti onal j ween 9.0 and 10.0 standard units was required.
This data sha low, pH, and total recoverable manganese concentration.
In the event t determines this condition to be chronic, the pernittee
shal |l subnit pla der manent a sol ution.

Al ternate Effl uent tations - Precipitation

Pursuant to the requirenents of 401 KAR 5:065, Section 4(2) (40 CFR Part 434.63),
precipitation-induced discharges are eligible for alternate effluent linits. The
applicable alternate linmts are a function of the size of the precipitation event
and the type of operation, and shall be granted on an event-by-event basis,
provided the operator requests alternate precipitation linitations and provides
sufficient proof that the discharge or increase in the discharge was caused by

the applicable precipitation event described. This could be in the form of
precipitation data, weir flow measurenments, dated photographs, or equivalent
proof of record. This information shall be subnmitted with the Discharge

Monitoring Report (DVMR). The following alternate limtations are avail abl e:
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(a)(1) The alternate linitations specified in paragraph (a)(2) of this section
apply with respect to:

(i) Al discharges of alkaline mne drainage except discharges from underground
wor ki ngs of wunderground nines that are not commingled with other discharges
eligible for these alternate limtations;

(ii) Al discharges from steep slope areas, (as defined in section 515(d)(4) of
the Surface Mning Control and Reclamation Act of 1977, as amended (SMCRA)), and
from mountaintop renoval operations (conducted pursuant to section 515(c) of
SMCRA) ;

(iii) Discharges from coal preparation plants
areas (excluding acid or ferruginous mne dr
piles).

rati on plant associated
coal refuse disposal

(2) Any discharge or increase in

precipitation within any 24 hour perio
hour precipitation event (or snownelt
following limtations instead of th

di scharge caused by
to the 10-year, 24-
y conply with the

EFFLUENT LI M TATI ONS DURI NG PRECI Pl TATI ON
POLLUTANT OR PCOLLUTANT PROPERTY EFFLUENT LI M TATI ONS
Settl eable Solids maxi mum not to be exceeded
pH at all

times

(b) The following alternate i i t to acid or ferrugi nous

Any di schar ge i harge caused by precipitation
wi thin any hou ar, 24-hour precipitation event,
but less than or 24-hour precipitation event (or snownelt

of equivalent volu ' e following linmtations instead of the
othﬂ'cable -~

EFFLUENT LI M TATI ONS DURI NG PRECI Pl TATI ON
POLLUTANT OR POLLUTANT PROPERTY EFFLUENT LI M TATI ONS
0.5 m /I maxi mumnot to be exceeded
6.0 to 9.0 at all tines

(c) The follow n
m ne drai nage, ex
renoval and steep s
(di scharges fromun

e limtations apply with respect to acid or ferruginous
r discharges addressed in paragraphs (a) (nountaintop
areas), (d) (controlled surface mne discharges) and (f)
ground wor ki ngs of underground mnines) of this section:
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(1) Any discharge or increase in the volune of a discharge caused by
precipitation within any 24 hour period |less than or equal to the 2-year, 24-hour
precipitation event (or snowrelt of equivalent volunme) may conply with the
following limtations instead of the otherw se applicable limtations:

EFFLUENT LI M TATI ONS DURI NG PRECI Pl TATI ON
POLLUTANT OR POLLUTANT PROPERTY EFFLUENT LI M TATI ONS
Total Recoverable Iron 7.0 ng/l maxi mum for any 1 day
Settl eabl e Solids 0.5 m /I maxi mum not to be exceeded
pH 6.0 to 9.0 at all

(2) Any discharge or increase in the di scharge caused by
precipitation within any 24 hour period the 2-year, 24-hour
precipitation event, but |ess than or equal t ear, 24-hour precipitation
event (or snowrelt of equivalent volune) ly with the followng
l[imtations instead of the otherw se appli :

EFFLUENT LI M TATI ONS DURI NG PRECI PI TATI ON
POLLUTANT OR POLLUTANT PROPERTY EFFLUENT LI M TATI ONS

Settl eabl e Solids 0.5 m not to be ex’ed
pH 6.0 to 9. t a

tinmes
(d)(1) The alternate lintation
apply with respect to all disc
this section and to:

s (a), (b) and (c) of

(i) Discharges i i age from under ground wor ki ngs of
under ground m i
alternate Ii

(i) [ i » i ne di scharges; and

e volune of a discharge caused by
precipit eriod greater than the 10-year, 24-hour
precipitati
following Ii ead of the otherwi se applicable linitations:

EFFLUENT LI M TATI ONS DURI NG PRECI Pl TATI ON
POLLUTANT OR POLLUTANT PROPERTY EFFLUENT LI M TATI ONS
pH 6.0 to 9.0 at all tines
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(e) The operator shall have the burden of proof that the discharge or increase in
the discharge was caused by the applicable precipitation event described in the
previ ous paragraphs. Such proof shall take the formof a daily precipitation |og
mai nt ai ned in accordance with the requirenents of 401 KAR 5:065, Section 1(10) or
| ocal NOAA weat her station records or equivalent. For alternate precipitation
event linmts related to self nmonitoring this information shall be subnmitted with
the Discharge Mnitoring Report at the end of the nonthly nmonitoring period. For
conpl i ance sanples collected by any representative of the EEC the permttee has 7
cal endar days from the date of the mne inspection report to submit proof of a
qual i fying event has occurred. For all other events the precipitation |ogs shall
be provided upon request to any representative of th

of underground m nes,
[ternate limtations,

(f) Discharges of mne drainage from undergroun
whi ch are not commingled with discharges eligi
shall in no event be eligible for the alterna

the size of the
nate limts shall be
requests them and
graph (e) above.
i & G ease,

(g) The applicable alternate linits
precipitation event and the type of op
granted on an event-by-event basis,
submits sufficient docunmentation
Alternate limts are not avail abl
Acidity, and Al kalinity.

K

specified above in p

t he qarreters of FlI
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Table 6 sunmarizes these alternate precipitation effluent linitations.

Table 6 — ALTERNATE PRECI Pl TATI ON EVENT EFFLUENT REQUI REMENTS

PRECI PI TATI ON EVENT

TYPE OF DISCHARGE | Di scharge Caused 1-yr, 24-hr 2-yr, 24-hr 10-yr, 24-hr
by Precipitation Event Event Event

Di scharges from
under gr ound wor ki ngs
of underground m nes NO ALTERNATE NO ALTERNATE
not conmi ngl ed LI M TATI ONS LI M TATI ONS
i ncludi ng al kal i ne
n nes

ALTERNATE NO ALTERNATE
TATI ONS LI M TATI ONS

Di scharges of dredge NO ALTERNATE
return water LI M TATI ONS LI M TATI

NO ALTERNATE
TATI ONS LI M TATI ONS

Di scharges from A
under gr ound wor ki ngs NO ALTERNATE NO
of underground m nes LI M TATI ONS
conmi ngl ed

pH

Control |l ed surface
nm ne drai nage
(except steep slope
and nount ai nt op
removal )

NO ALTERNATE
LI M TATI ONS LIMTA

NO ALTERNATE

LI M TATI ONS pH

Non-control | ed
surface mne

dr ai nage (except
steep sl ope and
nount ai nt op renoval )

pH pH

Di scharges from coa
refuse di sposal
pi |l es

SS, pH pH

Di scharges f
steep sl ope
nount ai
areas

SS, pH pH

Di schar ges
preparation p
associ ated area
(excl udi ng coal
refuse di sposal
pi | es)

pH SS, pH pH

Al kal i ne M ne

Dr a1 nage SS, pH SS, pH pH

Recl amati on Areas SS, pH SS, pH SS, pH pH

The abbreviati ons Fe and SS nean Total Recoverable Iron and Settleable Solids, respectively.

The applicable alternate linits are a function of the size of the precipitation event and the
type of operation and shall be granted on an event-by-event basis, provided the operator
requests alternate precipitation linmtations and provides sufficient proof that the discharge
or increase in the discharge was caused by the applicable precipitation event descri bed.

These alternate limts do not affect the parameters of Flow, Ol & Gease, Acidity,
Al kalinity, or Conductivity
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Aut hori zation to D scharge

The permittee is authorized to discharge under the terns of the permt upon
receipt of witten notification by the DOW and upon the issuance of a fully
ef fecti ve permanent program permnmit by DNR

Conmi ngli ng of \Wastestreans
Wiere wastestreans from any facility covered by this permt are conbined for
treatnent or discharge with wastestreans from another facility, the concentration
of each pollutant in the conbined discharge may not exceed the nost stringent
limtations for that pollutant applicable to any conponent wastestream of the
di scharge. This requirenent is consistent with the requirenents of 401 KAR 5: 065,
Sections 4 and 5 (40 CFR Part 434.61).

I nstream Treatnent or Disposal Facilities
This pernmit does not authorize the constructi
di sposal facilities (sedinment ponds, hollow
etc.) Such authorization is within the i
(COE) and is inmplenented through the S
Water Act. Since the COE is a fede
the issuance of a Section 401 Quality Certificatio
requirenents of the 401 Water Quali rtification issued for
hereby incorporated by reference into t& KPDES pernmit
requirenents.

of instream treatnment or
ley fills, slurry ponds,
the Corps of Engineers
program of the C ean
ing action requires
by the DNR The
is eration are
enf or ceabl e

Departnent of the Arny, ition

The follow ng special

Engi neers Co
i-s applicable certain coal mning operations,
whi ch affect anchorage and na on of any waters of the United States, which
are under the jurisdiction of of Engi ne . applicability of this
condition to specific discharger be i ncl uded i witten notice fromthe

The pernittee s yractices which utilize proper

sedi nentatio C m ze resultant sedinentation in
navi gabl e waters i ', of discharges from both point and non-
poi nt so i erations. The practices will apply to
exi sti ACH i ies, and will, at a mninmm provide
for om access and haul roads, coal handling
st ents, and excavations. The permittee will

al so ¥ i i i culverts, sedinent traps and ponds, and other
structu : to minimze sedinmentation in navigable waters.
The DOW 'sh i ght i nspect the sedinment control neasures being
undert aken in consultation with the US. Arny Corps of
Engi neers, di i tional measures which are necessary to conmply with the
requirenents dition. Should this discharge result in sufficient
deposi tion of rial to create a hazard to anchorage or navigation on
any nhavigable watée uch deposits wll be renobved by the permttee wthout
expense to the Uni States CGovernnent. Further, the time and manner of such
renoval, as well as the location and manner of its disposal, mnust receive the
prior witten approval by the District Engi neer of the Corps of Engineers.

E. SCHEDULE OF COWPLI ANCE

The permittees shall attain conpliance with all requirements of this permt on the
effective date of this permit unless otherw se stated.
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F. MONI TORI NG AND REPORTI NG

Sanpl es and neasurenents taken in accordance with the requirenents of PART | shall
be representative of the volune and nature of the nonitored discharge and shall be
taken at the following Ilocation: at nearest accessible point after final
treatnent, but prior to actual discharge to or mxing with the receiving waters.
For sedinent control structures the spillway/discharge pipe of the structure
shal |l be designated as the conpliance point unless the permttee has constructed
and bonded a discharge channel from the sedinent control structure to the
receiving water. For discharge channels the conpliance point shall be that point
al ong the discharge channel that the pernittee and the Cabinet have agreed upon.
SAMPLES ARE NOT TO BE TAKEN FROM THE SEDI MENT STRUCTURE WHEN THERE | S NO DI SCHARCE.

vious nonth shall be
approved Discharge
ach cal endar quarter shall
h and submitted to the
e for your operation.

Di scharge nmonitoring results obtained during
summari zed for each outfall and reported usi
Monitoring Report (DVR) forms and fornats.
be postmarked no later than the 28"
appropriate Departnment for Natural Resour

“Representative CQutfall”, *“Instrea
related nmonitoring and reporting s
Surface Water Permits Branch.

ogi cal Assessnent”

be submitted to the vision of Water's

G DEFI NI TI ONS

The terms "1l-year, 2-year
maxi mum 24- hour precipitsze
inone (1), tw (2), and
Weat her Service and Techni cal
us.," My 1961, or
devel oped there fr

10-year, 24 ur precipitation events" mean the
ent with a pr ble recurrence interval of once
years, respect as defined by the National
' Frequency Atlas of the
probability information

The term "aba
t he past
rel eased or forfe
has been _post ed,

g operations have occurred in
1 or financial assurance has been
anmati on bond or other financial assurance
curred for five (5) years or nore.
age" nmeans nine drainage which, before
of less than 6.0 or has a total recoverable iron
eater than 10.0 ng/l.

the area, on and beneath land, used or
extraction, renoval, or recovery of coal
This term excludes coal preparation plants, coal
ed areas, and post-nining areas.

di st ur bed
from its natt
preparation pl

activity
al deposi
associ ¢

The term "alkalir
treatment, has a p
Concentration of |es

drai nage" neans nine drainage, which before any
equal to or greater than 6.0 and Total Recoverable Iron
than 10.0 ng/l.

The term “cal endar day” neans, for the purpose of this pernmit, any 24-hour
peri od.

The term "coal preparation plant” means a facility where coal is subjected to
cl eani ng, concentrating, or other processing or preparation in order to separate
coal fromits inpurities and then is |loaded for transit to a consunming facility.
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The term "coal preparation plant associated areas" neans the coal preparation
pl ant yards, inmrediate access roads, coal refuse piles, and coal storage piles
and facilities.

The term "coal preparation plant water circuit" means all pipes, channels,
basins, tanks, and all other structures and equipnent that convey, contain,
treat, or process any water that is used in coal preparation processes within a
coal preparation plant.

The term "coal refuse disposal pile" neans any coal refuse deposited on the earth
and intended as permanent disposal or |ong-term st e (greater than 180 days)
of such material, but does not include coal refu osited within the active
m ning area or coal refuse never renmoved fromth i ning area.

The term “coal renining operation” neans a
whi ch coal mining was previously conducted, an
or the perfornmance bond has been forfeite

ing operation at a site on
site has been abandoned

The term "controlled surface nmine dr
i s punped or siphoned fromthe acti

m ne drai nage that

ination of
any sanpl e.

The term “daily maxi num concentrati the daily
concentrati on as an i nstantaneous maxi mum ot be exceede

ily record of precipitation |evels
a qualifying event has occurred
orm of daily readings of |ocal
data, etc.

mai ntai ned by the permt t
within the preceding 24 hours.
rain gages, National COceanic a

The term “existi
deternmines is ne

nmne, which the KYDOW
“new di scharger coal nine.”

The term “expanc i or revision of a mning plan,

at which the Departnment for Surface
eturns any remaining reclamation or
nation that reclamtion work (including,
m ne sealing, and abandonment procedures) and
satisfactorily conpl et ed.

single influent or effluent portion collected in
inutes at the period nost representative of the total

less than fi
di schar ge.

The term “instanta maxi runt nmeans the maxi num value not to be exceeded at
any tine.

The term “major alteration” neans a coal mine for which the KYDOW determ nes that
a new, altered, or increased discharge of pollutants has occurred after My 29,
1981, in connection with the nine for which the KPDES pernit is being considered.
In nmaking this determ nation, the KYDOW shall take into account one or nore of
the following events: 1) Extraction of a coal seam not previously extracted by
that mne; 2) Discharge into a drainage area not previously affected by
wast ewat er di scharges from the mne; 3) Extensive new surface disturbance at the
nm ning operation; 4) Construction of a new shaft, slope, or drift; and 5) Such
other factors as the Director of the KYDOW deens rel evant.
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The term "m ne drai nage" neans any drai hage and any water punped or siphoned from
an active mning area or a post-mning area.

The abbreviation "m/I" neans milliliters per liter

The term “nonthly average concentration” nmeans the arithmetic average of all
sanpl e concentrations collected during a cal endar nonth.

The term “new di scharger coal mne” nmeans a coal mne: 1) fromwhich there is or
may be a new or additional discharge of pollutants at a site at which on August
13, 1979, it had never discharged pollutants; and whi ch has never received a
finally effective KPDES or NPDES permt for disch that site; and 3) which
is not a new source.

excluding coal preparation
| udi ng an abandoned mi ne,
d after May 4, 1984; or
constitute a "nmgjor

The term "new source coal mine" neans a co
plants and coal preparation plant associated a
which is being re-mned, on which constr n i
which is determned by the Director
alteration.”

rtnment for
rmance bond

The term “phase | reclamation bon
Surface Mning Reclamation and Enforce
after the follow ng work has been conple kfilling, re- ing, top soil
repl acenent, drainage control work, inc il preparation, re-grading,
seedi ng, planting, and mul g.in accordance with the approved reclanmation pl an.

ans rel ease by
portion of the

The term “point source” : scerni bl e,
including but not linted to a i pe,..ditch,
wel |, discrete fissure, containe
whi ch pollutants é

Ivert, tunnel, conduit,
seeps, or sunps, from

The term "post i : : on area; or 2) The underground
wor ki ngs of @ i e extraction, renoval, or recovery
of coal fromits eposit has ceased and prior to bond rel ease

ace area of a coal mine, which has been
revegetation (specifically, seeding or

The ter sol i i hat matter neasured by the volunetric nethod
speci fi ed

The terms "t and "treatnment systenm’ nmean all structures, which
contain, convey S necessary, chenically or physically treat coal nmine
drai nage, coal ¥ pl ant process wastewater, or drainage from coa
preparation plant ated areas, which renove pollutants regulated by this
part from such wate This includes all pipes, channels, ponds, basins, tanks
and all other equipnent serving such structures.

The term “underground workings of an underground mne” neans the underground
wor ki ngs including shafts, adits, support facilities, etc. of an underground
m ne, but excludes surface disturbances associated with the underground m ne.

H.  TEST PROCEDURES

Test procedures for the analysis of pollutants shall conform to all regulations
publ i shed pursuant to KRS 224 (401 KAR 5: 065, Section 1(10)).
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Settl eabl e Solids

Test procedures for the determination of settleable solids, as described in c.,
shall conformto 40 CFR 434.64 as adopted by 401 KAR 5: 065, Section 4(2).

Fill an Inmhoff cone to the one (1)-liter mark with a thoroughly mxed sanple.
Allow to settle undisturbed for 45 mnutes. Gently stir along the inside surface
of the cone with a stirring rod. Allow to settle undisturbed for 15 mnutes
| onger. Record the volune of settled material in the cone as nmlliliters per
liter. Wiere a separation of settleable and floating materials occurs do not
include the floating naterial.

| . REOPENER CLAUSE

This pernmit shall be nodified, or alternativ
with any applicable effluent standard or
accordance with 401 KAR 5:050 throug
limtation so issued or approved:

ed and reissued, to conply
issued or approved in
effluent standard or

1. Contains different conditions o
effluent limtation in the perni

t than any

2. Controls any pollutant not limted in

This pernmt may be
potential analysis perfo

This permt shall be reopened i ines surface waters are

(a) Settle to f
(b) Float as
(c) Produce ob
(d) Injure, are

behavi or al
(e)

i onabl e
oni cal |
PONSE

. turbidity;
toxic to or produce adverse physiol ogical
anisml s, fish, and other aquatic life;
result in the dominance of nuisance

or acutel
i.n humans,

d under this paragraph shall also contain any

ot her requ 24 when applicable.
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PART 11 STANDARD CONDI TI ONS FOR KPDES PERM T

This pernmit has been issued under the provisions of KRS Chapter 224 and regul ations
promul gated pursuant thereto. | ssuance of this permt does not relieve the
permttee from the responsibility of obtaining any other pernits or |I|icenses
required by this Cabinet and other state, federal, and | ocal agenci es.

It is the responsibility of the permittee to denpbnstrate conpliance with permt
paraneter limtations by utilization of sufficiently sensitive anal ytical methods.

The pernmittee is also advised that all KPDES pernit
401 KAR 5: 065, Section 1 will apply to all discharges

conditions in KPDES Regul ation
orized by this permt.

A N
\“

0
0

AN
N\
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PART 111 - BEST MANAGEMENT PRACTI CES

The permittee shall develop and inplement a Best Managenent Practices Plan (BMPP)
consistent with 40 CFR 122.44(k) for the control of acid mne drainage, conductivity,
total dissolved solids and sedinent released from the operation. Additionally the
BMPP shall address the use, storage, and disposal of petroleumbased products, toxic
or hazardous substances. The BMPP shall include: erosion prevention neasures;
sedi ment control neasures; fill minimization and optimnzation neasures; and other
site mamnagenent practices that are protective of the instream water quality and the
“designated use” of the receiving waters affected by the mining operation. The BWMPP
shal | include the foll owi ng conponents:

e Site description

e Site Mps

e BMP Sel ection

e Evaluation of BMP Effectiveness
e Mdification for Ineffectiveness
* Inplenentation

e Docunentation

Site Description

The BMPP shall include a copy of the Departrment for Natural Resources (DNR)-approved
mne plan subnitted as part of the Surface Mning Control and Recl amati on Act (SMCRA)
permit. In addition to the DNR approved mne plan, the BMPP shall include:

e List of outfalls (latitude, |ongitude, receiving water, DNR Pond Number, KPDES
Qutfall Nunber, and projected activation date)

e List of representative outfalls (latitude, |ongitude, receiving water, DNR Pond
Nurber, KPDES Qutfall Nunber, and projected activation date)

e List of instream nonitoring locations (latitude, |ongitude, and water body
name)

Site Maps
The BMPP shall i ncl ude:

* Mning and Reclamation Plan (MRP) map;
« Environnmental Resources Information (ERI) map; and

e Site map indicating the location of any and all storage and disposal areas for
petrol eum base products or toxic or hazardous substances utilized at the mne.

BMP Sel ecti on

Best Managenent Practices (BMPs) shall be selected to address the nmmjor areas of
concern related to mning activities: acid mine drainage; sedinment control; total
di ssolved solids and conductivity control; and the nmanagenent of petroleum based
products and toxic or hazardous substances. The selection, design, construction,
i npl ement ati on, operation, rmaintenance, and effectiveness of best nmanagenent
practices is a critical conmponent to the nmine's successful conpliance with the SCVRA
and Clean Water Act (CWA) requirenents. The permittee nust be judicious in the
selection of BMPs to prevent inconpatible or counterproductive results. The BWMP
shall describe the selected BMPs, provide the rationale for selection, and discuss
the objective of the BMPs.
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Eval uati on of BMP Effectiveness

The BMPP shall establish protocols, procedures, and a schedule of review for the
eval uation of the effectiveness of the selected BMWPs.

Protocols: The protocols are a set of performance benchmarks which nay be narrative,
nurmeric, or a conbination thereof, against which the effectiveness of the BMPs are to
be judged. Due to the variability of a nunber of factors influencing the selection of
BMPs, universal performance benchmarks are not feasible therefore site-specific
standards shall be devel oped. The performance benchmarks are to be consistent wth
the goals of the CMW and SMCRA

Procedures: The procedures shall docunent the process for conparing the success of
the actual BMP performance versus the stated benchmark. Discharge data, receiving
stream assessnents, inspections, etc., are ampbng the tools to be utilized in this
eval uation process. |If these assessnments indicate that inpacts to the aquatic
conmunity are occurring, then the pernittee shall evaluate the BMPs enployed and
determne if nodifications to the BMP plan and sel ected BMPs are required.

Schedul e of Review The schedule of review shall include both fixed and episode-
derived dates for review Quarterly and annual evaluations of the effectiveness of
the BMPs shall be perforned. Episodic events, such as precipitation events of 1 inch
or nore, changes in the mne plan, inspections by regulatory agencies, etc., may
necessitate a review of BMP performance.

Modi fication for |neffectiveness

The BMPs and the BMPP shall be reviewed and appropriate nodifications inplemented if
any of the followi ng events occur:

e As a result of either a fixed or episodic event-driven evaluation, the
permttee determines the selected BMPs are not achieving the established
per f or mance benchmarks; or

e As aresult of an evaluation or inspection by Cabi net personnel; or

e |f biological assessnments indicate the indigenous aquatic comunity are being
adversely affected; or

e |f discharge and instreamdata indicate a negative trend in water quality; or

e Arelease of any petrol eumbased product, toxic or hazardous substance.
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| mpl enent ati on

The BMPP shal |l be devel oped and submtted to the Division of Water and the Depart nment
for Natural Resources wthin 90 days of the effective date of the permt.
I mpl ement ation shall be within 180 days of that submi ssion. Mdifications to the plan
as a result of ineffectiveness or plan changes to the facility shall be submitted to
the Division of Water and the Departnent for Natural Resources and inplenented as
soon as possi bl e.

Docunent ati on

The permittee shall naintain a copy of the BMPP at the mine and shall make the plan
avai |l abl e upon request to EEC personnel. Initial copies and nodifications thereof
shal |l be provided to the foll owi ng agenci es:

Departnment for Natural Resources Di vi sion of Water
No 2 Hudson Hol | ow Road Surface Water Pernits Branch
Frankfort, Kentucky 40601 Qperational Permts Section

200 Fair Gaks Lane
Frankfort, KY 40601
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PART 1V - BIOMONI TORI NG - ACUTE CONCERNS - PRECI Pl TATI ON DEPENDENT DI SCHARGES

In accordance with Part | of this permt, the permttee shall initiate, within 90
days of the effective date of this permit, the series of tests described below in
order to evaluate wastewater toxicity of the discharge from the representative
outfalls.

TEST REQUI REMENTS

The pernmittee shall perform a 48-hour static non-renewal toxicity test with water
flea (Daphnia Magna or D. pulex) and a 48-hour static non-renewal toxicity test with
fat head m nnow (Pinephal es pronelas). Tests shall be conducted on each of two grab
sanples collected over the period of discharge (i.e., discrete sanple #1 taken at
conmencenent of discharge, sanple #2 taken approximately 12 hours later, sooner if
di scharge is expected to cease). Testing of the effluent shall be initiated within 36
hours of each sanple collection. Tests shall be conducted using at least five (5)
ef fl uent concentrations: 6.25% 12.50% 25.00% 50.00% and 100.00% using synthetic
water dilution. Selection of the effluent concentrations is subject to revision by
the Division. Control testing using synthetic water shall be conducted concurrently
with effluent testing. The toxicity test will be deened reasonable and good only if
control survival is 90%or greater in test organisnms. Any test that does not neet the
control acceptability criteria shall be invalid and repeated as soon as practicable
within the permt required nonitoring period (e.g., within the nonth or quarter).
Failure of the test shall be denonstrated if the LGy of either species test of either
sanple is |l ess than 100% ef fl uent.

Tests shall be conducted on both species at once per quarter for a mninmum of five
(5) quarters. Testing nay cease upon witten notification fromDONthat a “reasonabl e
potential” for an excursion of either a narrative or nunmeric standard does not exist.

If testing is required to continue for the duration of the permt, and after at |east
six (6) consecutive tests it can be determined that (Daphnia Magna or D. pul ex) or
the fathead minnow is nore sensitive and all tests have passed, a request for testing
with only the npst sensitive species can be submitted to the Division. Upon approval,
the nost sensitive species may be chosen as representative and all subsequent
conpliance tests nmay be conducted using only that species unless directed at any tine
by the Division to change or revert to testing of both species.

REPORTI NG REQUI REMENTS

Results of all toxicity tests conducted with any species shall be reported according
to the nost recent format provided by the Division of Water. Notification of a failed
test shall be nade to the Division’s Surface Water Permits Branch within five (5)
days of test conpletion. Test reports shall be submitted to the Division's Surface
Water Permits Branch within thirty (30) days of conpletion of the test.

ACUTE TOXIAI TY

Due to the discharge being precipitation-dependent, if the initial test fails (i.e.,
the LG, for either species in either grab sanple is less than 100% effluent), the
permttee nust perform a series of two (2) followup tests using new grab sanples
collected approximately 12 hours apart and within ten (10) days of conpleting the
initial failed test if discharge of effluent is occurring; followup sanpling and
testing may be extended as necessary to obtain the grab during a discharging period.
The followup tests shall include both species unless approved for only the nost
sensitive species by the Division. Results of the followup testing will be used to
eval uate the persistence of the toxic event and the possible reopening of the permt
to incorporate toxicity limts.
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TEST METHODS

Al test organisms, procedures, and quality assurance criteria used shall be in
accordance with “Methods for Measuring the Acute Toxicity of Effluents and Receiving
Waters to Freshwater and Marine Organisns,” EPA-821-R-02-012 (5'" edition), the nost
recently published edition of this publication, or as approved in advance by the
Di vi sion of Water.

Toxicity testing for conpliance to KPDES discharge linmts shall be performed by a
| aboratory approved by the Division of Wter to conduct the required toxicity
tests. Wthin each toxicity report to the Division of Water, the pernttee nust
denonstrate successful performance of reference toxicant testing by the |aboratory
that conducts their effluent toxicity tests. Wthin thirty (30) days prior to
initiating an effluent toxicity test, a reference toxicant test nust be conpleted
for the method used; alternatively, the reference toxicant test nmay be run

concurrent with the effluent toxicity test. In addition, for each test method, at
least five (5) acceptable reference toxicant tests mnust be conpleted by the
| aboratory prior to performng the effluent toxicity test. A control chart

including the nost recent reference toxicant test endpoints for effluent test
met hod (mninum of five [5], up to twenty [20] if available) shall be part of the
report.



